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3.

suBJECT : LIST OF SPECIAL TOOLS <MODEL> <M/Y>
gEUR/RUSSIA) 07—
UTLANDER
Grour : AUTOMATIC TRANSMISSION (GS45X)(CWOW)
1. Description:

The list of the special tools (M.U.T.-IIT sub assembly) for the automatic transmission is corrected
in the applicable Workshop Manuals. This Service Bulletin contains the modified list.

Applicable Manuals:
<RUSSIA>
Underneath Manual Underneath Title (Info-ID) Attachment
Pub. No.
2007 OUTLANDER N/A Special Tool Attachment
Workshop Manual (M231-00-060-84400-01) 1,2
<EUR>
Manual Pub. No. Title (Info-ID) Attachment

2008 OUTLANDER CGXEO8E1-CD Special Tool Attachment

Workshop Manual (English) (M231-00-060-88800-01) 1,2
CGXS08E1-CD
(Spanish)
CGXF08E1-CD
(French)
CGXGO08E1-CD
(German)

2008 OUTLANDER CGXEO8E2-CD

Workshop Manual (English)

<Additional Data for 4HN> CGXS08E2-CD
(Spanish)
CGXF08E2-CD
(French)
CGXGO08E2-CD
(German)

Corrected Specifications:

See Attachments 1 and 2.
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Attachment 1

SPECIAL TOOLS

Tool Tool number and name Application

MD998330 (Includes MD998331) Measurement of hydraulic pressure
Oil pressure gauge (3.0 MPa)

ACTISES
gl
a. MB391824 M.U.T.-lll main harness A (MB991910)
b. MB991827 should be used. M.U.T.-lll main
¢. MB991910 harness B and C should not be used
d. MB991911 for this vehicle.
&, MBag1914 Combination meter check (Diagnosis
f. MBag91825 code, service data)
g. MBO91826

M.LLTAI sub assem

a. Vehicle communiation interface
(V.C.1)
M.UT.- USE cabla

Tl ghain harness A (Vehicles e

<lncorract>

MEDG1I10 i{th CAM communication system)
o d. M. M, =1 main harness B (Vehicles
— wit CAN communication system)
&g@% e. ). T main harness C (for Daimler
@‘ hrysler fodels only)
gﬁ:"" . M.U.T.-lll measurement adapter
g. M.U.T.-lIl trigger harness
F
MBOG1E2E
MBEe1Rss
MB992127 Connecfion for oil pressure gauge
ﬁ Adapter
=
L=
MBY92208 Supportjng the engine assembly during
5 Engine hanger plate A removalland installation of the
transmigsion assembly
3 MERDZH08
=Corract>

Insert Attachment 2.
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Attachment 2

MBS91826

MBS91955

MB991955

a. MB991824

b. MB991827

c. MB991910

d. MB391311

e. MB391825

f. MB991826

M.U.T.-ll sub assembly

a. Vehicle communication interface
(V.C.L)

b. M.U.T.-Ill USE cable

c. M.U.T.-lll main harness A (Vehicles
with CAN communication system)

d. M.U.T.-lll main harness B (Vehicles
without CAN communication system)

e. M.U.T.-lll measurement adapter

f. M.U.T.-lll trigger harness
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