¢

VA

MITSUBISHI
MOTORS

SERVICE BULLETIN

AFTERSALES SERVICE OFFICE, MITSUBISHI MOTORS CORPORATION

PURPOSE: INFORMATION [ 1ssue Nno.: MSB-07E42-016 DATE : 2007-12-20

suBJEcT : SERVICE PROCEDURES FOR SUNROOF

<MODEL>
(EUR/RUSSIA)

<M/Y>

See following

. BODY 2. Applicable Manuals table.

GROUP

1. Description:
The service parts of the sunroof have become available. Accordingly, the related service proce-

2. Applicable Manuals:

dures are established. This Service Bulletin contains the added service procedures.

<LANCER>
<EUR>
Manual/Model <M/Y> Pub. No. Title (Info-ID) Attachment
2008 LANCER Workshop Manual | 07— CG1EO8E1-CD | Sunroof Inspection Attachment 1
(GS41)(CYO0A) (English) (M426-00-470-45400-01)
CG1S08E1-CD
(Spanish)
CG1F08E1-CD
(French)
CG1G08E1-CD
(German)
<RUSSIA>
Underneath Manual/Model <M/Y> Underneath Title (Info-ID) Attachment
Pub. No.
2008 LANCER Workshop Manual | 07— N/A Sunroof Inspection Attachment 1
(GS41)(CY0A) (M426-00-470-45400-01)
<OUTLANDER>
<EUR>
Manual/Model <M/Y> Pub. No. Title (Info-ID) Attachment
2007 OUTLANDER 07— CGXEQ7E1-CD | Sunroof Inspection Attachment 2
Workshop Manual (English) (M426-00-470-40900-01)
(GS45X)(CWOW) CGXS07E1-CD
(Spanish)
CGXFO7E1-CD
(French)
CGXGO07E1-CD
(German)
2008 OUTLANDER CGXEO8E1CD
Workshop Manual (English)
(GS45X)(CWOW) CGXS08E1-CD
(Spanish)
CGXFO8E1-CD
(French)
CGXGO08E1-CD
(German)

3. Effective Date:

LANCER: From the first production models
OUTLANDER: From the beginning of August, 2007
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4. Details:

Attachment 1 (1/3)

- BODY
42A 122 LOOSE PANEL
Switch position | Terminal Normal
number value
OFF 3-4,4-54- |No
6 continuity
Open 4-5 Continuity
exists (2 02
or less)
Close/down %= Continuity Enter Attachment 1 (2/3-3/3).
exists (2 02
or less)
b <
> .y
LOOSE PANEL
REMOVAL AND INSTALLATION
M14210031 00562
50— 1.0Nm
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5.0-1.0 Nem
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“{\ |
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20 — 5 N=m
47=11.Nm ACTO2013AH
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<New=>

Attachment 1 (2/3)

DISASSEMBLY AND REASSEMBLY

M142600 14004 T

10

Disassembly steps
1 Sunroof drip rail
2. SBunroof sunshade stopper
3. Sunroof sunshade knob
<<An> 4
<<B>> 5

Sunroof sunshade
Sunroof drip plate and sunroof lid
slide guide
6. Sunroof drip plate
7. Sunroof lid slide guide
8
9

»»B<<

Sunroof deflector
. Sunroof pad
10. Sunroof housing
REMOVAL SERVICE POINTS
<<A>> SUNROOF SUNSHADE REMOVAL
/A CAUTION |

saf<e

Sunmoof housing __ﬂ:'f# D

ACTOEGSSAB

Before removing the sunrcof sunshade, clean up
the slash area of the sunroof housing as shown.
If you fail to do so, it may get dirty when remov-
ing the sunroof sunshade.

y
T i;l om

"
5 ACTOEDAZ AR

<<B>> SUNROOF DRIP PLATE AND
SUNROOF LID SLIDE GUIDE REMOVAL

<= Front of sunroof housing ACTORBEOAR |

Slide the sliding part of the sunroof lid guide rear-
ward, and pull out the sunroof drip plate and the sun-
roof lid slide guide.
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Attachment 1 (3/3)

<New>
INSTALLATION SERVICE POINTS >>B<< SUNROOF PAD INSTALLATION
>>A<< SUNROOF DRIP PLATE AND SUNROOF i
LID SLIDE GUIDE INSTALLATION Sunroof pad \
1. Install the sunroof drip plate and sunroof lid slide X
guide to the sunroof housing. ) . W
2. Press in the sunroof drip plate and sunroof lid g

slide guide to the front side of the sunroof housing

until they stop. 2 "*.5 S e -o = op

/5 CAUTION | Sunroof housing Micking
Position the sliding part of the sunroof lid slide
guide properly, or the sunroof may not operate
normally. Align the sunroof pad with the marking on the sun-
rocf housing and install it.

<= Front of sunroof housing ACTOS0E2Z AR

<1 Front of sunroof housing ACTOEOE1AR

3. Press in the sliding part of the sunroof lid slide
guide forward. Set the centre of the pin on the
sliding part to the position shown in the figure.
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BODY

NR

Drain pipe removal steps
Headlining {Refer lo GROUP 524 —
Headlining .)

Splash shield front (Refer to .

>»A<< 5 Front drain pipa
+«  Splash shield rear (rear bumper
side)(Refer to )
>>A<< & Rear drain pipe
REMOVAL SERVICE POINT

<<A>> SUNROOF ASSEMBLY REMOVAL

ACSIESIS AR

Use a pair of long nose pliers or the like to remove
the sunroof assembly while turning it in the direction

shown in the figure.

INSTALLATION SERVICE POINT
>>A<< FRONT DRAIN PIPE/REAR DRAIN PIPE

INSTALLATION
<Front drain pipa> Units: mm
Grommet i\-.l
=%
P
L Y
\_A
'*‘EH} +5
ACSDESIE
<Rear drain pipe>
1'_-.;1_ IIT Grommat
L
|
B0t 5
ACS0ESIT
ACSITOE1AB
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F ASSEMBLY

Attachment 2 (1/3)

42A-153

Install the grommet, and adjust the drain pipe projec-

tion as shown.

INSPECTION

MT42GO04 700400

SUNROOF SWITCH CONTINUITY CHECK

ACSIE531A8

Switch position

Terminal
number

Normal
value

Till up

3-4

Continuity
exists (2 0
or less)

OFF

3-44-54-
6

Mo
continuity

Open

4-5

Continuity
exists (202
or less)

Close/down

4-6

Continuity
exists (2 0
or less)

e
T

Enter Attachment 2 (2/3-3/3).




<New>

Attachment 2 (2/3)

<CEfAsD
<<Ba>

(B fe 3 o

>»B<<

safgs

il B

0.

'/ CAUTION

DISASSEMBLY AND REASSEMBLY

MA42600 14004 76

Disassembly steps
Sunroof drip rail

Sunroof sunshade stopper
Sunroof sunshade knob
Sunroof sunshade
Sunroof drip plate and sunroof lid
slide guide

Sunroof drip plate
Sunroof lid slide guida
Sunroof deflector

Sunroof pad

Sunroof housing

REMOVAL SERVICE POINTS
<<A>> SUNROOF SUNSHADE REMOVAL

Sunroof housing

e z-/
¥ “ ACTOMIS9AB

Before removing the sunroof sunshade, clean up
the slash area of the sunroof housing as shown.
If you fail to do so, it may get dirty when remov-

ing the sunroof sunshade.

ACTOAD4Z AB

<<B>> SUNROOF DRIP PLATE AND
SUNROOF LID SLIDE GUIDE REMOVAL

<—: Front of sunroof housing

ACTHSEDAB

Slide the sliding part of the sunroof lid guide rear-
ward, and pull out the sunroof drip plate and the sun-

roof lid slide guide.
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Attachment 2 (3/3)

<New>

INSTALLATION SERVICE POINTS >>B<< SUNROOF PAD INSTALLATION
>>A<< SUNROOF DRIP PLATE AND SUNROOF

LID SLIDE GUIDE INSTALLATION Eunrun\T\pad \“‘-.\\ \

1. Install the sunroof drip plate and sunroof lid slide
guide to the sunroof housing.

2. Press in the sunroof drip plate and sunroof lid
slide guide to the front side of the sunroof housing

|

until they stop. L
;ﬁEﬂUﬂDN | Sunroof housing Marking
Position the sliding part of the sunroof lid slide ; ;
guide properly, or the sunroof may not operate ST hont ot SuAReal hauding ACT08962A8
normally. Align the sunroof pad with the marking on the sun-

== roof housing and install it.

Sunroof lid slide guide
L

|<==: Frant of sunraaf housing ACTOBSEIAR

3. Press in the sliding part of the sunroof lid slide
guide forward, Set the centre of the pin on the
sliding part to the position shown in the figure.
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