-~ SERVICE BULLETIN

AFTERSALES SERVICE OFFICE, MITSUBISHI MOTORS CORPORATION

MITSUBISHI
MOTORS

pURPOSE: CORRECTION

ISSUE NO.: MSB-07E54-504E

DATE : 2007-11-05

suBlecT : BATTERY TEST STEPS

<MODEL> <M/Y>

Grour : CHASSIS ELECTRICAL

(EUR/RUSSIA)
See following

2. Applicable Manuals table.

1. Description:

<EUR>

2. Applicable Manuals:

The battery test steps are corrected in the applicable Workshop Manuals. This Service Bulletin
contains the modified steps.

Workshop Manual

M/Y «Manual/Model Pub. No. Title (Info-ID) Attachment
2007 OUTLANDER CGXEOQ7E1-CD (English) | Battery Test Attachment 1

CGXS07E1-CD (Spanish)

(M541-00-121-15600-01)

Workshop Manual
(GS41)(CY1A)

(GS45X)(CWOW) CGXF07E1-CD (French)
CGXGO07E1-CD (German)
2008 OUTLANDER CGXEO8E1-CD (English) | Battery Test
Workshop Manual CGXS08E1-CD (Spanish) | (M541-00-121-44600-01)
(GS45X)(CWOW) CGXF08E1-CD (French)
CGXGO08E1-CD (German)
2008 LANCER CG1EO08E1-CD (English) Battery Test
Workshop Manual CG1S08E1-CD (Spanish) | (M541-00-121-38300-01)
(GS41)(CY1A) CG1F08E1-CD (French)
CG1G08E1-CD (German)
<RUSSIA>
M/Y<Manual/Model Pub. No. Title (Info-ID) Attachment
2008 LANCER GC1RO8E1-CD Battery Test Attachment 1

(M541-00-121-37200-01)

See Attachment 1.

3. Corrected Specifications:

MSB-07E54-504E (07RV073)




Attachment 1

<Incorrect>

BATTERY TEST S Battery charging =1
TEST STEPS Q: Is the batte harged?
YES : Recharge t e A (constant-
current chargirgi | o Table 1). Then

STEP 1. Battery no-load voltage check

(1) Illuminate the headlamp for 15 seconds. o e p13'
{2) Turn off the headlamp and then leave it for about :
2 minutes to stabilise the battery voltage,
(3) Remove the battery cable, STEP 3. Load test check
(4) Measure the battery no-load voltage. {1) Connect the battery tester to battery.
OK: 12.4 V or more (Specific gravity (2) Feed a load current through the battery. (Refer to
1.240) Table 1).
(3) Measure the battery voltage after 15 seconds and
Q: Does the measured voltage correspond with this then eliminate a load current.

range?
YES : Go to Step 3.
NO : Goto Step 2.

(4) Compare the measured voltage to the specified
lowest voltage. (Refer to Table 2).

Q: Is the measured voltage higher than the lowest
voltage?
YES : The battery is normal.
NO: Replace the battery.

<Correct>

STEP 2. Battery charging
Recharge the battery at 54 (constant-current
charging). (Refer to Table 1.)

Q: Is the battery no-load voltage normal value (124 V
or more)?
YES : Go to Step 3.
NO : Replace the battery.
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