-~ SERVICE BULLETIN

MITSUBISHI AFTERSALES SERVICE OFFICE, MITSUBISHI MOTORS CORPORATION

MOTORS

pURPOSE : INFORMATION | 1ssueNo.: MSB-07E54-006A

DATE : 2008-06-05

suBJecT : ANTENNA BASE FIXING PARTS

Grour : CHASSIS ELECTRICAL

<MODEL> <M/Y>
(EUR) 07-08
OUTLANDER

(GS45X)(CWOW)

1. Description:

2. Applicable Manuals:

The nut that fixes the antenna base has been abolished, and instead the antenna spring and the
bolt are established to improve productivity. Accordingly, the removal steps for the antenna base
are changed (for the Japanese domestic specification vehicles, the antenna removal and installa-
tion steps are newly established). This Service Bulletin contains the modified removal steps.

Current

CGXGO7E1-CD (German)
CGXS07E1-CD (Spanish)

2008 OUTLANDER
Workshop Manual CD-ROM

(
CGXEO8E1-CD (English)
CGXFO8E1-CD (French)

CGXGO08E1-CD (German)

CGXSO08E1-CD (Spanish)
2008 OUTLANDER CGXEOQ8E2-CD (English)
(4HN information added) CGXFO08E2-CD (French)
Workshop Manual CD-ROM CGXGO08E2-CD (German)
CGXS08E2-CD (Spanish)

Manual Pub. No. Title (Info-ID) Attachment
2007 OUTLANDER CGXEO7E1-CD (English) Antenna Removal and Attachment 1
Workshop Manual CD-ROM CGXFO7E1-CD (French) Installation

(M544-20-020-09000-01)

3. Interchangeability:
Interchangeable.

4. Effective Date:

From the vehicles shipped in early August, 2007

MSB-07E54-006A (07RVO75A)




5. Details:

REMOVAL AND INSTALLATION

<L.H.drive vehicles>

Attachment 1

ACHISTASAC

Headlining (Refer to GROUPF
Headlining)
Antenna base

o GROUP 52A).
Arntenna feeder cable

Removal Steps

1. Antenna rod

« Headlining (Refer to GROUP 524 -
Headlining )

2 Antenna spring

3 Antenna base

Remaoval Steps

Instrument panel assembly (Refer
to GROUP 524, |nstrument panel
assembiy).

Antenna feeder cable

MSB-07E54-006A (07RV075A)



