-~ SERVICE BULLETIN

MITSUBISHI AFTERSALES SERVICE OFFICE, MITSUBISHI MOTORS CORPORATION
MOTORS
pURPOSE: CORRECTION | 1ssueNo.: MSB-08E11-510 DATE : 2008-11-20
suBJECT : 6B3 ENGINE CYLINDER BORE SIZES <MODEL> <M/Y>
(EUR/RUSSIA) 07-09
OUTLANDER
GroUP : ENGINE (GS45X)(CWOW)

1. Description:

The illustrations that show the cylinder bore sizes of the 6B3 engine have been incorrect in the
applicable Workshop Manual. This Service Bulletin contains the corrected illustrations.

2. Applicable Manuals:
See Attachment 1.

3. Corrected Specifications:
The indication of the cylinder bore sizes is corrected.
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<EUR>

Attachment 1

Manual

Pub. No.

Info-ID

Attachment

2007 OUTLANDER
Workshop Manual

CGXEO7E1-CD
(English)
CGXS07E1-CD
(Spanish)
CGXFO7E1-CD

French
GXGO07E1-CD
(German)

M113-00-841-66200-01

Attachment 2, 3

2008 OUTLANDER
Workshop Manual

CGXEO08E2-CD
(English)
CGXS08E2-CD
(Spanish)
CGXF08E2-CD
(French)
CGXGO08E2-CD
(German)

M113-00-842-01800-01

Attachment 2, 3

2009 OUTLANDER
Workshop Manual

CGXEQ9E1-CD
(English)
CGXS09E1-CD

CEXFooE1-CD

M113-00-842-59100-01

Attachment 2, 3

(French)
CGXI09E1-CD
(Italian)
<RUSSIA>
Underneath Underneath Info-ID Attachment
Manual Pub. No.
2007 OUTLANDER N/A M113-00-841-66200-01 Attachment 2, 3
Workshop Manual
2008 OUTLANDER N/A M113-00-842-01800-01 Attachment 2, 3
Workshop Manual
2009 OUTLANDER N/A M113-00-842-59100-01 Attachment 2, 3

Workshop Manual
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Attachment 2

ENGINE OVERHAUL &
PISTON AND CONNECTING ROD 11031

2. Keep the removed connecting rods, caps, and

bearings in order according to the cylinder View P

number. * Bush rod
<<B>> PISTON PIN REMOVAL

MDSBE780 Guide A Front mark
178 mm (Ol jet hole)
Push rod Guide B (i) Front mark
Pupp
Guide D

1. The special tool Piston pin setting tool
(MD998780) consists of the elements shown in
the: illustration.

2. When removing the piston pin, the special tool
Guide D (MB991659) is also used.

(MB921659)

AHE00EIGAB

Insert Push rod, into the piston from the front mark
side, then attach Guide D, to the push rod.

Place the piston and connecting rod assembly on
Base, with the front mark facing up.

Use a press to remove the piston pin.

NOTE: Keep the disassembled pistons, piston
pins and connecting rods per cylinder.

INSTALLATION SERVICE POINTS
>>A<< PISTON PIN INSTALLATION _

cincormect>

Attachment 3 is to be inserted.

MSB-08E11-510 (08EN517)

1. When replacing the piston, note the cylinder bore
size mark on the cylinder block as illustrated, and
saelect a piston according to the flowing table.

Cylinder bore size mark Piston size mark
A A
B B
NOTE: The piston size mark shows on the fop of
the pistor.
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<Correct>

Attachment 3
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