-~ SERVICE BULLETIN

MITSUBISHI
MOTORS

AFTERSALES SERVICE OFFICE, MITSUBISHI MOTORS CORPORATION

pURPOSE: CORRECTION

ISSUE NO.: MSB-08E12-501

DATE : 2008-09-05

3.

suBJECT : ENGINE OIL SPECIFICATIONS <MODEL> <M/Y>
(EUR) 08-09
OUTLANDER

Grour : ENGINE LUBRICATION (GS45X)(CWOW)

1. Description:

The specifications of the engine oil are corrected in the applicable Workshop Manuals. This Ser-
vice Bulletin contains the modified specifications.

Applicable Manuals:

Manual

Pub. No.

Title (Info-ID)

Attachment

2008 OUTLANDER
Workshop Manual

CGXEOQO8E2-CD
(English)
CGXS08E2-CD
(Spanish)
CGXFO08E2-CD
(French)
CGXGO08E2-CD
(German)

2009 OUTLANDER
Workshop Manual

CGXEQ9E1-CD
(English)
CGXS09E1-CD
(Spanish)
CGXFQ9E1-CD
(French)
CGXGO09E1-CD
(German)
CGXI0O9E1-CD
(Italian)

Lubricant
(M1121000401782-00)

Attachment 1

Corrected Specifications:

See Attachment 1.

MSB-08E12-501 (08RV021)




Attachment 1

LUBRICANT

Specification

{item  <|ncorrect>

iEngine oil

VY 50501 i

TOVV-30——

| Engine oil quantity L Qil filter
Total 4.0
4B1 Qil fitter |0.3
Total 47
6B3 Qil fitter |0.3
Total 4.3
4HN Qil filter |0.3
Total 53
<Correct>
|Item Specification
| Engine oil ACEA classification 4B1, 6B3 A1/B1, AS/B3, A3/B4 or AS/BS
| Engine oil SAE viscosity number 4B1,6B3 SG or higher
| Engine oil brand name BSY VW 50501, 506010r 50700
4HN TOTAL ACTIVA INEO ECS S5W-30,

QUARTZ INEO ECS 5\W-30,
ACTIVA 7000 10W-40,
QUARTZ INEC ECS 10V-40,
ACTIVA 8000 5WW-40 or

QUARTZ 9000 SW-40
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