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PURPOSE: INFORMATION [ 1ssue No.: MSB-08E22/23-001 DATE : 2008-01-10

suBJecT : OIL SEAL FOR TRANSFER CASE AND SPECIAL TOOL <MODEL>

(EUR/RUSSIA)
See following

2. Applicable Manuals table.

<M/Y>

Grour : MANUAL TRANSMISSION/AUTOMATIC TRANSMISSION

1. Description:

The oil seal for the transfer case and, accordingly, the special tool oil seal installer have been
established for the transfer mounted on the applicable vehicle models (the transfer model is the
same among the vehicle models). This Service Bulletin contains the oil seal-related descriptions
which are added.

2. Applicable Manuals

<EUR>
Manual/Model <M/Y> Pub. No. Info-ID Transmission | Attachment
model
2007 OUTLANDER | 07 CGXEO7E1-CD/ | M222-00-060-51200-01 | W6MBA Attachment 1
Workshop Manual CGXFO7E1-CD/
(GS45X)(CWOW) CGXGO7E1-CD/ | M222-00-400-21100-01
CGXS07E1-CD
(English/French/
German/Spanish)
2008 OUTLANDER |08 CGXEO8E1-CD/ | M222-00-060-60800-01 | W6MBA
Workshop Manual CGXFO8E1-CD/
(GS45X)(CWOW) CGXGO8E1-CcD/ | M222-00-400-30700-01
CGXS08E1-CD | M222-00-060-68600-01 | W5MBB
(English/French/
German/Spanish) | M222-00-400-32900-01
M233-20-700-28500-01 | W1CJA
M233-21-400-21000-01
M233-00-060-92500-01 | WEAJA
M233-00-670-46900-01
2008 OUTLANDER 08 CGXEO08E2-CD/ M222-00-060-60800-01 | W6MBA
Workshop Manual CGXFO08E2-CD/
(GS45X)(CWOW) CGXGO08E2-CD/ | M222-00-400-30700-01
<Additional data CGXS08E2-CD M222-00-060-68600-01 | W5MBB
for 4HN> (English/French/
German/Spanish) | M222-00-390-14700-01
M233-20-700-28500-01 | W1CJA
M233-21-390-08300-01
M233-00-060-92500-01 | W6AJA
M233-00-670-46900-01
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<EUR/RUSSIA>

Workshop Manual
(1.8L engine and
4WD model added)
(GS41)(CYO0A)

M233-00-670-54400-01

Manual/Model <M/Y> Pub. No. Info-ID Transmission Attachment
model
2007 OUTLANDER 07 N/A M233-00-060-71000-01 | W6AJA Attachment 1
Workshop Manual
(GS45X)(CWOW) M233-00-670-37300-01
2008 LANCER 08 N/A M233-20-700-35900-01 | W1CJA Attachment 1

3. Details:

From the first production models
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4. Details:

Reference illustration

Attachment 1 (1/2)

Special tool

MBZ92154

Qil seal installer

Install of oil seal
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Attachment 1 (2/2)

Reassembly service point
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OIL SEAL INSTALLATION

A\ CAUTION |

Pay attention to the transfer case that can possi-
bly twist when the pin projection is too large.

—] 0.2 0.1 mm

Pin

= MBEEE154
MBSE2154

AKTH4EIBAC

1. Adjust the projection allowances of the two pins of
the special tool, Ol Seal Installer (MB392154) to
be 0.2 = 0.1 mm,

NOTE: The two pins are inserted into the special

fool, Oif Seal instalier (MBR92154). When the ol seal

is replaced, the fraces are found on the transfer case

50 that the replacement using the specified special

ool can be recognized.

2. Using the special tool, install the oil seal,
« Oil seal installer (MB992154)
s Installer cap (MDS98812)

3. Apply specified grease to the oil seal lip area.
Specified grease: Retinax A

4. Cheack whether the two traces are found on the
fransfer case.



