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AFTERSALES SERVICE OFFICE, MITSUBISHI MOTORS CORPORATION

MSB-08E23-001 (08AL005A)

PURPOSE : INFORMATION ISSUE NO. :  MSB-08E23-001 DATE :  2008-03-20

SUBJECT : TROUBLE SYMPTOM AND INSPECTION PROCEDURE FOR 
F/W1CJA TRANSMISSION

<MODEL>

(EUR/RUSSIA)
LANCER
(GS41)(CY0A)
OUTLANDER
(GS45X)(CW0W)

<M/Y>

08

GROUP : AUTOMATIC TRANSMISSION

1. Description:

For the troubleshooting of the F/W1CJA transmission, a trouble symptom “the fluid temperature
warning lamp illuminates too frequently” is added to the trouble symptom chart and its inspection
procedure is established. This Service Bulletin contains the added descriptions.

2. Applicable Manuals:

<EUR>

<RUSSIA>

Manual Pub. No. Title (Info-ID) Attachment

2008 LANCER
Workshop Manual

CG1E08E1-CD
(English)
CG1S08E1-CD
(Spanish)
CG1F08E1-CD
(French)
CG1G08E1-CD
(German)

Trouble Symptom Chart
(M231-20-800-20400-01)

Attachment 1

Gears cannot be Changed with the Paddle Shift.
(M231-21-050-14300-01)

Attachment 3
(1/2–2/2)

2008 OUTLANDER
Workshop Manual

CGXE08E2-CD
(English)
CGXS08E2-CD
(Spanish)
CGXF08E2-CD
(French)
CGXG08E2-CD
(German)

Trouble Symptom Chart
(M231-20-800-22600-01)

Attachment 2

Gears cannot be Changed with the Paddle Shift.
(M231-21-050-09100-01)

Attachment 3
(1/2–2/2)

Underneath Manual Underneath 
Pub. No.

Title (Info-ID) Attachment

2008 LANCER
Workshop Manual

N/A Trouble Symptom Chart
(M231-20-800-20400-01)

Attachment 1

Gears cannot be Changed with the Paddle Shift.
(M231-21-050-07900-01)

Attachment 3
(1/2–2/2)
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3. Details:
Attachment 1 
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Attachment 2 
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<Added>

Attachment 3 (1/2) 
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<Added>

Attachment 3 (2/2) 


