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SERVICE BULLETIN

MITSUBISHI AFTERSALES SERVICE OFFICE, MITSUBISHI MOTORS CORPORATION
MOTORS
PURPOSE: INFORMATION | 1ssue Nno.: MSB-08E23-006 DATE : 2008-08-20
suBJECT : DIAGNOSIS CODES FOR CVT FLUID TEMPERATURE SEN- | <MODEL> <M/Y>
SOR (EUR/RUSSIA) 08
OUTLANDER
(GS45X)(CWOW),
GrouP : AUTOMATIC TRANSMISSION LANCER
(GS41)(CYO0A)
1. Description:

A

Diagnosis codes for the CVT fluid temperature sensor are added. This Service Bulletin contains

the added codes.

Applicable Manuals:

<EUR>
Manual Pub. No. Title (Info-ID) Attachment
2008 OUTLANDER CGXEOQ8E2-CD Inspection Chart for Diagnosis Codes Attachment 1
Workshop Manual (English) (M1231207900226)
(Cs?))a(r?gﬁ)E 2-CD DTC P0710 CVT Fluid Temperature Sensor | Attachment 2
CGXFO08E2-CD Malfunction
(French) (M1231205700088)
CGXGO08E2-CD
(German)
2008 LANCER CG1EQO8E2-CD Inspection Chart for Diagnosis Codes Attachment 1
Workshop Manual (English) (M1231207900215)
E)S%;Eigﬁl)EZ-CD DTC P0710 CVT Fluid Temperature Sensor | Attachment 2
CG1F08E2-CD Malfunction
(French) (M1231205700152)
CG1G08E2-CD
(German)
RUSSIA>
Underneath Manual Underneath Pub. No. Title (Info-ID) Attachment
2008 OUTLANDER N/A Inspection Chart for Diagnosis Codes Attachment 1
Workshop Manual (M1231207900226)

DTC P0710 CVT Fluid Temperature Sensor
Malfunction

Attachment 2

(M1231205700088)
2008 LANCER N/A Inspection Chart for Diagnosis Codes Attachment 1
Workshop Manual (M1231207900215)

DTC P0710 CVT Fluid Temperature Sensor
Malfunction
(M1231205700152)

DTC P0710 CVT Fluid Temperature Sensor
Malfunction
(M1231205700066)

Attachment 2
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3. Detail

S:

Attachment 1

DIAGNOSIS CODE CHART

During diagnosis, a diagnosis code associated
with other system may be set when the ignition
switch is turned on with connector(s)
disconnected. On completion, confirm all
systems for diagnosis code(s). If diagnosis
code(s) are set, erase them all.

Diagnosis code |Diagnostic item Reference
No. page
POTO3 Malfunction of stop lamp switch

PO7O5 Mailfunction of inhibitor switch

%>_F‘EIE Malfunction of the CVT fluid temperature sensor -

PO715 Malfunction of primary pulley speed sensor e
PO720 Malfunction of secondary pulley speed sensor

POT25 Malfunction of engine speed

FO740 Matfunction of lockup solenoid valve K231 2084
PO741 Abnormality in lockup function 131 20RO
PO745 Malfunction of line pressure solenoid valve A RO
POT46 Abnormality in hydraulic control system function i tikE
POTTE Abnormality in secondary pressure solenoid function A RS
POTTE Malfunction of secondary pressure solenoid 1 i
POB1S Malfunction of paddle shift up switch

PO81E Malfunction of paddle shift down switch

POB26 Malfunction of shift switch assembly

POB40 Malfunction of secondary pressure sensor

POa41 Abnormality in line prassure sensor function

'FOB45 Malfunction of primary pressure sensor

POBEE Secondary pressure drop

P1637 Maltunction of memory backup

P1706 Malfunction of throttle signal

P1710 Malfunction of vehicle speed signal

P1723 Abnommality in speed sensor system function

F1740 Malfunction of lockup/select switching solenocid valve

P1745 Monitoring of percentage change in gear ratio
PA7TT Malfunction of stepper motor

'P1778 Maltunction of stepper motor

P1902 Malfunction of engine system o
Uooo Malfunction of CAN communication circuit M3 2RSS
o100 CAN time-out error (Engineg) 5 A
Uo121 CAN time-out error (ASC) i e
L0141 CAN time-out error (ETACS) 1173 SRR

<pdded>
PO712 Malfunction of the CWT fiuid temperature sensor (short)
POT13 Malfunction of the CVT fluid temperatura sansor {opan)
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Attachment 2

Code Mo, PO712: Mafunction of CVT Fluid Temperature Sensor (Shart)
Code Mo. FO713: Mafunction of CVT Fluid Temperature Sensor (Open)

<Added>

A1

Wira colour code

B:Black LG: tgreen G:Green L :Blue

BR:Brown O:Crenge GR:Grey R:Red
Connector: A-10

DIAGNOSTIC FUNCTION
CVT-ECU conducts fault detection by monitoring the
terminal voltage of the CVT fluid temperature sensor.
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less for five seconds
uid tempearature 180°C or
more for five seconds)

=Added=

<P0710, PO7 12>



