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AFTERSALES SERVICE OFFICE, MITSUBISHI MOTORS CORPORATION

MSB-08E51-501 (08AL038)

PURPOSE : CORRECTION ISSUE NO. :  MSB-08E51-501 DATE :  2008-09-05

SUBJECT : WINDSHIELD WIPER MOTOR INTERNAL CIRCUIT <MODEL>
(EUR/RUSSIA)
OUTLANDER 
(GS45X)(CW0W)

<M/Y>
07–08

GROUP : EXTERIOR

1. Description:
The internal circuit of the windshield wiper motor is corrected in the applicable Workshop Manu-
als. This Service Bulletin contains the modified circuit.

2. Applicable Manuals:
See Attachment 1.

3. Corrected Specifications:
See Attachments 2 to 8.
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<EUR>

<RUSSIA>

Manual Pub. No. Title (Info-ID) Attachment
2007 OUTLANDER
Workshop Manual

CGXE07E1-CD
(English)
CGXF07E1-CD
(French)
CGXG07E1-CD
(German)
CGXS07E1-CD
(Spanish)

Inspection Procedure
1: The windshield wipers do not work at all.
(M511-02-570-11500-01)

Attachment 2

Inspection Procedure
3: The windshield wipers do not stop at the 
specified park position.
(M511-02-590-11900-01)

Attachment 3

Windshield Wiper and Washer
(M901-00-612-74200-01)

Attachment 4

2007 OUTLANDER
Workshop Manual Supplement 

N/A Windshield Wiper and Washer
<6B31>
(M901-00-612-80500-01)

Attachment 5

2008 OUTLANDER
Workshop Manual

CGXE08E2-CD
(English)
CGXS08E2-CD
(Spanish)
CGXF08E2-CD
(French)
CGXG08E2-CD
(German)

Inspection Procedure
1: The windshield wipers do not work at all.
(M511-02-570-30800-01)

Attachment 6

Inspection Procedure
3: The windshield wipers do not stop at the 
specified park position. 
(M511-02-590-24900-01)

Attachment 7

Windshield Wiper and Washer
(M901-00-613-28400-01)

Attachment 8

Underneath Manual Underneath
Pub. No.

Title (Info-ID) Attachment

2007 OUTLANDER
Workshop Manual

N/A Inspection Procedure
1: The windshield wipers do not work at all.
(M511-02-570-11500-01)

Attachment 2

Inspection Procedure
3: The windshield wipers do not stop at the 
specified park position.
(M511-02-590-11900-01)

Attachment 3

Windshield Wiper and Washer
(M901-00-612-74200-01)

Attachment 4

2007 OUTLANDER
Workshop Manual Supplement 

N/A Windshield Wiper and Washer
<6B31>
(M901-00-612-80500-01)

Attachment 5

2008 OUTLANDER
Workshop Manual

N/A Inspection Procedure
1: The windshield wipers do not work at all.
(M511-02-570-30800-01)

Attachment 6

Inspection Procedure
3: The windshield wipers do not stop at the 
specified park position. 
(M511-02-590-24900-01)

Attachment 7

Windshield Wiper and Washer
(M901-00-613-28400-01)

Attachment 8

Attachment 1 
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Attachment 2 
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Attachment 3 
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Attachment 4 
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Attachment 5 
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Attachment 6 
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Attachment 7 
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Attachment 8 


