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AFTERSALES SERVICE OFFICE, MITSUBISHI MOTORS CORPORATION

MSB-08E54-001 (07RV092)

PURPOSE : INFORMATION ISSUE NO. :  MSB-08E54-001 DATE :  2008-02-05

SUBJECT : FOG LAMP BULB REPLACEMENT PROCEDURE <MODEL>

(EUR/RUSSIA)
OUTLANDER
(GS45X)(CW0W)

<M/Y>

GROUP : CHASSIS ELECTRICAL

1. Description:

Since the tiltable structure of the fog lamp bracket is abolished for improvement in productivity, the
fog lamp bulb replacement procedure is modified. This Service Bulletin contains the new proce-
dure.

2. Applicable Manuals:

3. Effective Date:

From the beginning of January 2008

Manual Pub. No. Title (Info-ID) Attachment

2007 OUTLANDER
Workshop Manual CD-ROM

CGXE07E1-CD
(English)
CGXF07E1-CD
(French)
CGXG07E1-CD
(German)
CGXS07E1-CD
(Spanish)

Fog Lamp Replace The Bulb
(M540-40-040-01800-01)

Attachment 1

2008 OUTLANDER
Workshop Manual CD-ROM

CGXE08E2-CD
(English)
CGXF08E2-CD
(French)
CGXG08E2-CD
(German)
CGXS08E2-CD
(Spanish)
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4. Details:
Attachment 1 


