-~ SERVICE BULLETIN

MITSUBISHI AFTERSALES SERVICE OFFICE, MITSUBISHI MOTORS CORPORATION

MOTORS

PURPOSE: INFORMATION [ 1ssue No.: MSB-08E55-001

DATE : 2008-01-10

suBJEcT : ACTUATOR TEST TABLE FOR TROUBLESHOOTING OF
AUTOMATIC AIR CONDITIONER

Grour : HEATER, A/C & VENTILATION

<MODEL> <M/Y>
(EUR) 08
LANCER

(GS41)(CYOA),

OUTLANDER
(GS45X)(CWOW)

1. Description:

2. Applicable Manuals:

In the actuator test table for the troubleshooting of the automatic air conditioner, a note to the
check items is added. This Service Bulletin contains the modified table.

Manual Pub. No. Title (Info-ID) Attachment

CG1S08E1-CD
(Spanish)

2008 LANCER CG1EO8E1-CD Actuator Test Table (Gr55A) Attachment 1
Service Manual (English) (M554-00-520-65000-01)

CG1F08E1-CD
(French

(German)

) Actuator Test Table (Gr55B) Attachment 2
CG1GOBE1-CD (M554-00-520-62700-01)

CGXS08E1-CD
(Spanish)
CGXF08E1-CD
(French)
CGXGO08E1-CD
(German)

2008 OUTLANDER CGXEOQO8E1-CD Actuator Test Table
Workshop Manual (English) (M554-00-520-49000-01)

Attachment 3

3. Effective Date:
From the first production models
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4. Details:

Attachment 1

9 HEATER, AIR CONDITIONER AND VENTILATION
55A-66 TROUBLESHOOTING
ACTUATOR TEST TABLE
M1554005200650

Item No. Check items Driven content

2 Idle up requestl*] <Added- Idle-up request signal

5 Infout selection damper The moving position of outside/inside air
selection damper motor

6 Air mix damper motor The moving position of air mix damper
motor

7 Front blower fan The amount of blower motor rotation

8 Air outlet c/o dumper Air outlet changeover damper motor
moving position

10 Condenser fanl*] <Added> The amount of condenser fan rotation

11 Air conditioningf] <Added= AJ/C switch selection position

12 Rear defogger switchf] <Added- Rear window defogger switch selection
position

CHECK AT A/C-ECU TERMINALS

zAdded=
M1552010301359 NOTE: *: When the engine is not

running these functions do not work.

ACS507400AG

Terminal |Check items Check conditions Normal conditions

No.

1 Power transistor (DRAIN) Air volume control dial: Maximum air (Oto 2 V
volume

2 Power transistor (GATE) Air volume control dial: Maximum air |Battery voltage
volume

3-8 - = -

9 A/C control panel (input) = =

10 A/C control panel (input) - =

11,12 = = =

13 Battery power supply Always Battery voltage

14 Earth Always ov

15 IG1 power supply Ignition switch: 1G1 Battery voltage

16 A/C pressure sensor input | Refer to P.55A-69. Refer to P.55A-69.

17 Interior temperature sensor | Sensor probe temperature: 25°C 21to 2.7V
(4.0 kQ)

18 Photo sensor input Brightness 0 lux 5V
Brightness 100000 lux or more ov
(under summer sunshine)

19 Sensor earth Always ov

20 A/C pressure sensor power | Ignition switch: 1G2 5V

supply
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Attachment 2

= 5587
ACTUATOR TEST TABLE
M1554005200627
Item No. Check item Driven content
2 Idle up request [ -Added- Idle-up request signal
5 In/out selection damper The moving position of outside/inside air selection
damper motor
6 Air mix damper motor The moving position of air mix damper motor
Front blower fan The amount of blower motor rotation
8 Air outlet c/o dumper Air outlet changeover damper motor moving position
10 Cooling fanf]<Added- The amount of cooling fan rotation
11 Air conditioningf] <Added- A/C switch selection position
12 Rear defogger switchl*] <Added>  [Rear window defogger switch selection position

“ CHECK AT A/C-ECU TERMINALS

o
<Added>
M1552010301315 NOTE:

*' When the engine is not

running these functions do not work.
AC507400AG
Terminal [Check item Check condition Normal condition
No.
1 Power transistor (DRAIN) Air volume control dial: Maximum air |[Oto 2 V
volume
2 Power transistor (GATE) Air volume control dial: Maximum air |Battery voltage
volume
3-8 = = =
9 A/C control panel (input) — =
10 A/C control panel (input) - =
11,12 - = =
13 Battery power supply Always Battery voltage
14 Earth Always oV
15 IG1 power supply Ignition switch: |1G1 Battery voltage
16 A/C pressure sensor input  |Refer to . Refer to .
17 Interior temperature sensor | Sensor probe temperature: 25°C 21t0 27V
(4.0kQ)
18 Photo sensor input Brightness 0 lux 5V
Brightness 100000 lux or more ov
(under summer sunshine)
19 Sensor earth Always ov
20 A/C pressure sensor power |Ignition switch: 1G2 5V
supply
21 Air thermo sensor earth Always ov
22 Fin thermo sensor Sensor probe temperature: 25°C 211027V
(4.0kQ)
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Attachment 3

55-74 HEATER, AIR CONDITIONER AND VENTILATION
TROUBLESHOOTING
ACTUATOR TEST TABLE
M1554005200480

Item No. Check items Driven content

2 idle up request[*] <Added- Idie-up request signal

5 In/out selection damper The moving position of outside/inside air
selection damper motor

6 Air mix damper motor The moving position of air mix damper
motor

7 Front blower fan The amount of blower motor rotation

8 Air outlet c/o dumper Air outlet changeover damper motor
moving position

10 Condenser fanf]<Added> The amount of condenser fan rotation

11 Air conditioning[*] <Added= A/C switch selection position

12 Rear defogger switch[] <Added- Rear window defogger switch selection
position

CHECK AT A/C-ECU TERMINALS

<Added>
NQOTE: *: When the engine is not

M1552010301401

running these functions do not work.

AC507400AE

Terminal |Check items Check conditions Normal conditions

No.

1 Power transistor (DRAIN) Air volume control dial: Maximum air |[Oto 2 V
volume

2 Power transistor (GATE) Air volume control dial: Maximum air | Battery voltage
volume

3-8 N I a

9 A/C control panel (input) L =

10 A/C control panel (input) - =

11,12 = e -

13 Battery power supply Always Battery voltage

14 Earth Always ov

15 IG1 power supply Ignition switch: 1G1 Battery voltage

16 A/C pressure sensor input Refer to P.55-77. Refer to P.55-77.

17 Interior temperature sensor | Sensor probe temperature: 25°C 211027V
(4.0 kQ)

18 Photo sensor input Brightness 0 lux 5V
Brightness 100000 lux or more oV
(under summer sunshine)

19 Sensor earth Always ov

20 A/C pressure sensor power |lgnition switch: 1G2 5V

supply
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