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AFTERSALES SERVICE OFFICE, MITSUBISHI MOTORS CORPORATION

MSB-08E55-002 (07RV078A)

PURPOSE : INFORMATION ISSUE NO. :  MSB-08E55-002 DATE :  2008-03-05

SUBJECT : PHOTO SENSOR <MODEL>

(EUR)
OUTLANDER
(GS45X)(CW0W)

<M/Y>

08

GROUP : HEATER, A/C & VENTILATION

1. Description:

For improvement in productivity, the photo sensor used for the automatic A/C-ECU and the auto
lamp has been changed to be used for the auto lamp only. This Service Bulletin contains the mod-
ified descriptions about the photo sensor.

2. Applicable Manual:

3. Effective Date:

From early December, 2007

Manual Pub. No. Title (Info-ID) Attachment

2008 OUTLANDER
Workshop Manual
CD-ROM

CGXE08E2-CD
(English)
CGXF08E2-CD
(French)
CGXG08E2-CD
(German)
CGXS08E2-CD
(Spanish)

Headlamp Removal and Installation
(M540-10-100-26100-01)

Attachment 1

Sensor
(M701-00-061-54800-01)

Attachment 2, 3

Instrument Panel <LHD> 
(M801-00-070-84000-01)

Attachment 4

Instrument Panel <RHD> 
(M801-00-070-85100-01)

Attachment 5

Automatic Air Conditioner <BSY, 4HN> 
(M901-00-561-84800-01)

Attachment 6

Automatic Air Conditioner <4B12, 6B31> 
(M901-00-561-86000-01)

Attachment 7
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4. Details:
Attachment 1 



3MSB-08E55-002 (07RV078A)

Attachment 2 
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Attachment 3 
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Attachment 4 
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Attachment 5 
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Attachment 6 
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Attachment 7 


