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DOMESTIC SALES & AFTER SALES SERVICE OFFICE, MITSUBISHI MOTORS CORPORATION

MSB-09E11-006 (09AL030)

PURPOSE : INFORMATION ISSUE NO. :  MSB-09E11-006 DATE :  2009-11-20

SUBJECT : TENSION RELEASING PROCEDURE FOR AUTO TEN-
SIONER - 4B1 ENGINES

<MODEL> <M/Y>

GROUP : ENGINE
(EUR/RUSSIA/UK)
See following 
2. Applicable Manuals table.

1. Description:
On vehicles with 4B1 engine, some warnings and cautions are added to the auto tensioner’s ten-
sion releasing procedure using the special tool, Belt tension release wrench (MB992278) for more
safety work. This Service Bulletin contains the detailed information regarding these warnings and
cautions.

2. Applicable Manuals:
See Attached sheets 1 (1/4) to 1 (4/4).

There may be some attached sheets not included in this Service Bulletin because they are not
applicable to your market. Their sheet numbers are not listed in the above table.

3. Details:
See Attached sheet 4.
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<EUR>
Manual/Model <M/Y> Pub. No. Title (Info-ID) Attached Sheet

2008 OUTLANDER
Workshop Manual 
<Added information
for 4HN>
(GS45X)(CW0W)

08 CGXE08E2-CD 
(English)
CGXS08E2-CD 
(Spanish)
CGXF08E2-CD 
(French)
CGXG08E2-CD 
(German)

Auto-Tensioner Check <4B1>
(M111-00-301-22100-01)

Attached sheet 4

Crankshaft Pulley Removal and 
Installation <4B1>
(M112-00-161-87700-01)

2009 OUTLANDER
Workshop Manual 
<Revision>
(GS45X)(CW0W)

09 CGXE09E2-CD 
(English)
CGXS09E2-CD 
(Spanish)
CGXF09E2-CD 
(French)
CGXG09E2-CD 
(German)
CGXI09E2-CD 
(Italian)

Auto-Tensioner Check <4B1>
(M111-00-301-96400-01)
Crankshaft Pulley Removal and 
Installation <4B1>
(M112-00-162-99900-01)

2010 OUTLANDER
Workshop Manual 
(GS45X)(CW0W)

10 CGXE10E1-CD 
(English)
CGXS10E1-CD 
(Spanish)
CGXF10E1-CD 
(French)
CGXG10E1-CD 
(German)
CGXI10E1-CD 
(Italian)

Auto-Tensioner Check <4B12>
(M111-00-301-96400-01), 
Auto-Tensioner Check <4B11>
(M111-00-302-21300-01)
Crankshaft Pulley Removal and 
Installation <4B12>
(M112-00-162-99900-01), 
Crankshaft Pulley Removal and 
Installation <4B11>
(M112-00-163-36700-01)

2008 LANCER
Workshop Manual 
(GS41)(CY0A)

08 CG1E08E2-CD 
(English)
CG1S08E2-CD 
(Spanish)
CG1F08E2-CD 
(French)
CG1G08E2-CD 
(German)

Auto-Tensioner Check <4B10>
(M111-00-301-42500-01), 
Auto-Tensioner Check <4B11>
(M111-00-301-41400-01)
Crankshaft Pulley Removal and 
Installation <4B10>
(M112-00-162-10400-01), 
Crankshaft Pulley Removal and 
Installation <4B11>
(M112-00-162-11500-01)

2009 LANCER
Workshop Manual 
(GS41)(CY0A)

09 CG1E09E1-CD 
(English)
CG1S09E1-CD 
(Spanish)
CG1F09E1-CD 
(French)
CG1G09E1-CD 
(German)
CG1I09E1-CD 
(Italian)

Auto-Tensioner Check <4B10>
(M111-00-301-42500-01), 
Auto-Tensioner Check 
<4B11 Non-Turbo>
(M111-00-301-41400-01), 
Auto-Tensioner Check 
<4B11-Turbo>
(M111-00-301-65200-01)
Crankshaft Pulley Removal and 
Installation <4B10>
(M112-00-162-10400-01), 
Crankshaft Pulley Removal and 
Installation <4B11 Non-Turbo>
(M112-00-162-11500-01), 
Crankshaft Pulley Removal and 
Installation <4B11-Turbo>
(M112-00-162-42700-01)

Attached sheet 1 (1/4) 
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<EUR>
Manual/Model <M/Y> Pub. No. Title (Info-ID) Attached Sheet

2010 LANCER
Workshop Manual 
(GS41)(CY0A)

10 CG1E10E1-CD 
(English)
CG1S10E1-CD 
(Spanish)
CG1F10E1-CD 
(French)
CG1G10E1-CD 
(German)
CG1I10E1-CD 
(Italian)

Auto-Tensioner Check <4B10>
(M111-00-302-01900-01), 
Auto-Tensioner Check 
<4B11 Non-Turbo>
(M111-00-302-02000-01), 
Auto-Tensioner Check 
<4B11-Turbo>
(M111-00-302-03100-01)

Attached sheet 4

Crankshaft Pulley Removal and 
Installation <4B10>
(M112-00-163-09900-01), 
Crankshaft Pulley Removal and 
Installation <4B11 Non-Turbo>
(M112-00-163-10700-01), 
Crankshaft Pulley Removal and 
Installation <4B11-Turbo>
(M112-00-163-11800-01)

2009 LANCER 
SPORTBACK

Workshop Manual 
(GS44S)(CX0A)

09 CG4E09E1-CD 
(English)
CG4S09E1-CD 
(Spanish)
CG4F09E1-CD 
(French)
CG4G09E1-CD 
(German)
CG4I09E1-CD 
(Italian)

Auto-Tensioner Check <4B10>
(M111-00-301-63000-01), 
Auto-Tensioner Check 
<4B11-Turbo>
(M111-00-301-64100-01)
Crankshaft Pulley Removal and 
Installation <4B10>
(M112-00-162-40500-01), 
Crankshaft Pulley Removal and 
Installation <4B11-Turbo>
(M112-00-162-41600-01)

2010 LANCER 
SPORTBACK

Workshop Manual 
(GS44S)(CX0A)

10 CG4E10E1-CD 
(English)
CG4S10E1-CD 
(Spanish)
CG4F10E1-CD 
(French)
CG4G10E1-CD 
(German)
CG4I10E1-CD 
(Italian)

Auto-Tensioner Check <4B10>
(M111-00-301-99700-01), 
Auto-Tensioner Check 
<4B11-Turbo>
(M111-00-302-00800-01)
Crankshaft Pulley Removal and 
Installation <4B10>
(M112-00-163-04400-01), 
Crankshaft Pulley Removal and 
Installation <4B11-Turbo>
(M112-00-163-05500-01)

2009 LANCER 
EVOLUTION

Workshop Manual 
(GS41-EVO)(CZ4A)

09 CGEE09E1-CD 
(English)
CGES09E1-CD 
(Spanish)
CGEF09E1-CD 
(French)
CGEG09E1-CD 
(German)
CGEI09E1-CD 
(Italian)

Auto-Tensioner Check 
(M111-00-301-57700-01)
Crankshaft Pulley Removal and 
Installation 
(M112-00-162-29000-01)

2010 LANCER 
EVOLUTION

Workshop Manual 
(GS41-EVO)(CZ4A)

10 CGEE10E1-CD 
(English)
CGES10E1-CD 
(Spanish)
CGEF10E1-CD 
(French)
CGEG10E1-CD 
(German)
CGEI10E1-CD 
(Italian)

Auto-Tensioner Check 
(M111-00-301-57700-01)
Crankshaft Pulley Removal and 
Installation 
(M112-00-162-29000-01)

Attached sheet 1 (2/4) 



4MSB-09E11-006 (09AL030)

<RUSSIA>
Underneath Manual/

Model
<M/Y> Underneath Pub. 

No.
Title (Info-ID) Attached Sheet

2008 OUTLANDER
Workshop Manual 
<Added information
for 4HN>
(GS45X)(CW0W)

08 N/A Auto-Tensioner Check <4B1>
(M111-00-301-22100-01)

Attached sheet 4

Crankshaft Pulley Removal and 
Installation <4B1>
(M112-00-161-87700-01)

2009 OUTLANDER
Workshop Manual 
<Revision>
(GS45X)(CW0W)

09 Auto-Tensioner Check <4B1>
(M111-00-301-96400-01)
Crankshaft Pulley Removal and 
Installation <4B1>
(M112-00-162-99900-01)

2010 OUTLANDER
Workshop Manual 
(GS45X)(CW0W)

10 Auto-Tensioner Check <4B12>
(M111-00-301-96400-01), 
Auto-Tensioner Check <4B11>
(M111-00-302-21300-01)
Crankshaft Pulley Removal and 
Installation <4B12>
(M112-00-162-99900-01), 
Crankshaft Pulley Removal and 
Installation <4B11>
(M112-00-163-36700-01)

2008 LANCER
Workshop Manual 
(GS41)(CY0A)

08 Auto-Tensioner Check <4B10>
(M111-00-301-42500-01), 
Auto-Tensioner Check <4B11>
(M111-00-301-41400-01)
Crankshaft Pulley Removal and 
Installation <4B10>
(M112-00-162-10400-01), 
Crankshaft Pulley Removal and 
Installation <4B11>
(M112-00-162-11500-01)

2009 LANCER
Workshop Manual 
(GS41)(CY0A)

09 Auto-Tensioner Check <4B10>
(M111-00-301-42500-01), 
Auto-Tensioner Check 
<4B11 Non-Turbo>
(M111-00-301-41400-01), 
Auto-Tensioner Check 
<4B11-Turbo>
(M111-00-301-65200-01)
Crankshaft Pulley Removal and 
Installation <4B10>
(M112-00-162-10400-01), 
Crankshaft Pulley Removal and 
Installation <4B11 Non-Turbo>
(M112-00-162-11500-01), 
Crankshaft Pulley Removal and 
Installation <4B11-Turbo>
(M112-00-162-42700-01)

Attached sheet 1 (3/4) 
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<RUSSIA>

<UK>

Underneath Manual/
Model

<M/Y> Underneath Pub. 
No.

Title (Info-ID) Attached Sheet

2010 LANCER
Workshop Manual 
(GS41)(CY0A)

10 N/A Auto-Tensioner Check <4B10>
(M111-00-302-01900-01), 
Auto-Tensioner Check 
<4B11 Non-Turbo>
(M111-00-302-02000-01), 
Auto-Tensioner Check 
<4B11-Turbo>
(M111-00-302-03100-01)

Attached sheet 4

Crankshaft Pulley Removal and 
Installation <4B10>
(M112-00-163-09900-01), 
Crankshaft Pulley Removal and 
Installation <4B11 Non-Turbo>
(M112-00-163-10700-01), 
Crankshaft Pulley Removal and 
Installation <4B11-Turbo>
(M112-00-163-11800-01)

2009 LANCER 
SPORTBACK

Workshop Manual 
(GS44S)(CX0A)

09 Auto-Tensioner Check <4B10>
(M111-00-301-63000-01), 
Auto-Tensioner Check 
<4B11-Turbo>
(M111-00-301-64100-01)
Crankshaft Pulley Removal and 
Installation <4B10>
(M112-00-162-40500-01), 
Crankshaft Pulley Removal and 
Installation <4B11-Turbo>
(M112-00-162-41600-01)

2010 LANCER 
SPORTBACK

Workshop Manual 
(GS44S)(CX0A)

10 Auto-Tensioner Check <4B10>
(M111-00-301-99700-01), 
Auto-Tensioner Check 
<4B11-Turbo>
(M111-00-302-00800-01)
Crankshaft Pulley Removal and 
Installation <4B10>
(M112-00-163-04400-01), 
Crankshaft Pulley Removal and 
Installation <4B11-Turbo>
(M112-00-163-05500-01)

Manual/Model <M/Y> Pub. No. Title (Info-ID) Attached Sheet
2008 LANCER 

EVOLUTION
Workshop Manual 
(GS41-EVO)(CZ4A)

08 N/A Auto-Tensioner Check 
(M111-00-301-23200-01)

Attached sheet 4

Crankshaft Pulley Removal and 
Installation 
(M112-00-161-88800-01)

Attached sheet 1 (4/4) 
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CAUTION
To reuse the alternator and others belt, draw an arrow 
indicating the rotating direction on the back of the 
alternator and others belt using chalk to install the same 
direction.

WARNING
Always work from above when releasing the tension 
of the auto-tensioner. When you try to gain access 
from underneath the vehicle, you will experience 
difficulty, thus causing the tool to be dropped off.

CAUTION
To work at the optimum angle, you must choose a most 
suitable ring spanner is applied to the special tool belt 
tension release wrench (MB992278).

WARNING
Be sure to set the ring spanner and the special tool 
belt tension release wrench (MB992278) to the 
hexagonal parts securely to prevent the tool from 
falling off because the tension of the auto-tensioner is 
high.
1. Install  special tool belt tension release wrench (MB992278) 

and a ring spanner at the optimum angle.
2. Rotate the pulley bolt of the auto-tensioner anti-clockwise.

AC804028AJ

Auto-tensioner

MB992278

Ring spanner 
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Attached sheet 4


