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DOMESTIC SALES & AFTER SALES SERVICE OFFICE, MITSUBISHI MOTORS CORPORATION

MSB-09E23-003A (09RV011A)

PURPOSE : INFORMATION ISSUE NO. :  MSB-09E23-003A DATE :  2009-09-20

SUBJECT : TROUBLESHOOTING FOR 6-SPEED AUTOMATIC 
TRANSMISSION

<MODEL>
(EUR/RUSSIA)
OUTLANDER
(GS45X)(CW0W)

<M/Y>
07–09

GROUP : AUTOMATIC TRANSMISSION

1. Description:
The troubleshooting procedure for diagnosis codes P0715 and P0720 for 6-speed automatic
transmission is changed. This Service Bulletin contains the correct information.

2. Applicable Manuals:

There may be some attached sheets not included in this Service Bulletin because they are not
applicable to your market. Their sheet numbers are not listed in the above table.

3. Details:
See Attached sheets 2 and 3.

<EUR>

<RUSSIA>

Manual Pub. No. Title (Info-ID) Attached Sheet
2008 OUTLANDER
Workshop Manual

CGXE08E2-CD (English)
CGXS08E2-CD (Spanish)
CGXF08E2-CD (French)
CGXG08E2-CD (German)

Code No. P0715: Input Shaft 
Speed Sensor System
(M1231031200046)

Attached sheet 2

Code No. P0720: Output Shaft 
Speed Sensor System
(M1231031300043)

Attached sheet 3

Underneath Manual Underneath Pub. No. Title (Info-ID) Attached Sheet
2007 OUTLANDER
Workshop Manual

N/A Code No. P0715: Input Shaft 
Speed Sensor System
(M1231031200013)

Attached sheet 2

Code No. P0720: Output Shaft 
Speed Sensor System
(M1231031300010)

Attached sheet 3

2008 OUTLANDER
Workshop Manual

N/A Code No. P0715: Input Shaft 
Speed Sensor System
(M1231031200046)

Attached sheet 2

Code No. P0720: Output Shaft 
Speed Sensor System
(M1231031300043)

Attached sheet 3

2009 OUTLANDER
Workshop Manual

N/A Code No. P0715: Input Shaft 
Speed Sensor System
(M1231031200091)

Attached sheet 2

Code No. P0720: Output Shaft 
Speed Sensor System
(M1231031300098)

Attached sheet 3



STEP 7. Check the A/T-ECU connector pin terminal and the 
connection status.

Q: Is there a failure point?
YES : Repair or replace the failure section.
NO : Replace the A/T-ECU.

STEP 8. Drive the vehicle for a while.
Check that the normal code is displayed.

Q: Is the check result normal?
YES : The procedure is complete.
NO : Replace the A/T-ECU.
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Then go to Step 9

STEP 9. Diagnosis code recheck
1. Erase the diagnosis code.
2. Drive the vehicle at 40 km/h or more (engine speed at

1,600 r/min or more).
3. Check if the diagnosis code is set.
Q: Is the diagnosis code set?
YES: Remove the A/T. Carry out the internal check and

repair the defective part (the input shaft speed sensor rotor
may be defective).

NO: The procedure is complete.

Attached sheet 2 (1/2)

Insert the attached sheet 2 (2/2)
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STEP 5. After replacing the input shaft speed sensor, drive 
the vehicle for a while, and then check the diagnosis code 
again.

Q: Is the check result normal?
YES : Replace the input shaft speed sensor.
NO : Replace the A/T-ECU.

STEP 8. Drive the vehicle for a while.
Check that the normal code is displayed.

Q: Is the check result normal?
YES : The procedure is complete.
NO : Replace the A/T-ECU.
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Then go to Step 9

STEP 9. Diagnosis code recheck
1. Erase the diagnosis code.
2. Drive the vehicle at 40 km/h or more (engine speed at

1,600 r/min or more).
3. Check if the diagnosis code is set.
Q: Is the diagnosis code set?
YES: Remove the A/T. Carry out the internal check and

repair the defective part (the input shaft speed sensor rotor
may be defective).

NO: The procedure is complete.

<Added>

<Added>
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STEP 7. After replacing the output shaft speed sensor, 
drive the vehicle for a while, and then check the diagnosis 
code again.

Q: Is the check result normal?
YES : Replace the output shaft speed sensor.
NO : Replace the A/T-ECU.

STEP 8. Check the A/T-ECU connector pin terminal and the 
connection status.

Q: Is there a failure point?
YES : Repair or replace the failure section.
NO : Replace the A/T-ECU.
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Then go to Step 9

STEP 9. Diagnosis code recheck
1. Erase the diagnosis code.
2. Drive the vehicle at 20 km/h or more.
3. Check if the diagnosis code is set.
Q: Is the diagnosis code set?
YES: Remove the A/T. Carry out the internal check and repair

the defective part (the output shaft speed sensor rotor may
be defective).

NO: The procedure is complete.

Attached sheet 3


