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AFTERSALES SERVICE OFFICE, MITSUBISHI MOTORS CORPORATION

MSB-09E35-503 (09AL002)

PURPOSE : CORRECTION ISSUE NO. :  MSB-09E35-503 DATE :  2009-03-20

SUBJECT : STOP LAMP SWITCH INSTALLATION PROCEDURE <MODEL> <M/Y>

GROUP : SERVICE BRAKE

(EUR/RUSSIA/UK(Japanese 
Domestic Spec.))
See following 
2. Applicable Manuals table.

1. Description:

The stop lamp switch installation procedure in the brake pedal height inspection has been incor-
rect. This Service Bulletin contains the correct description.

2. Applicable Manuals:

See Attached sheets 1 and 2.

There may be some attached sheets not included in this Service Bulletin because they are not
applicable to your market. Their sheet numbers are not listed in the above table.

3. Corrected Specifications:

See Attached sheet 3.
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<EUR>

Manual/Model <M/Y> Pub. No. Title (Info-ID) Attached Sheet

2007 OUTLANDER 
Workshop Manual
(GS45X)(CW0W)

07 CGXE07E1-CD (English)
CGXS07E1-CD (Spanish)
CGXF07E1-CD (French)
CGXG07E1-CD (German)

Brake Pedal Inspection 
(M351-00-350-64100-01)

Attached sheet 3

2008 OUTLANDER 
Workshop Manual
(GS45X)(CW0W)

08 CGXE08E2-CD (English)
CGXS08E2-CD (Spanish)
CGXF08E2-CD (French)
CGXG08E2-CD (German)

Brake Pedal Inspection 
(M351-00-350-71500-01)

2009 OUTLANDER 
Workshop Manual
(GS45X)(CW0W)

09 CGXE09E1-CD (English)
CGXS09E1-CD (Spanish)
CGXF09E1-CD (French)
CGXG09E1-CD (German)
CGXI09E1-CD (Italian)

Brake Pedal Inspection 
(M351-00-350-89000-01)

2008 LANCER 
Workshop Manual
(GS41)(CY0A)

08 CG1E08E2-CD (English)
CG1S08E2-CD (Spanish)
CG1F08E2-CD (French)
CG1G08E2-CD (German)

Brake Pedal Check and 
Adjustment 
(M351-00-090-96300-01)

Brake Pedal Check and 
Adjustment 
(M351-00-091-01800-01)

2009 LANCER 
Workshop Manual
(GS41)(CY0A)

09 CG1E09E1-CD (English)
CG1S09E1-CD (Spanish)
CG1F09E1-CD (French)
CG1G09E1-CD (German)
CG1I09E1-CD (Italian)

Brake Pedal Check and 
Adjustment 
(M351-00-091-06300-01)

2009 LANCER 
SPORTBACK 

Workshop Manual
(GS44S)(CX0A)

09 CG4E09E1-CD (English)
CG4S09E1-CD (Spanish)
CG4F09E1-CD (French)
CG4G09E1-CD (German)
CG4I09E1-CD (Italian)

Brake Pedal Check and 
Adjustment 
(M351-00-091-06300-01)

2009 LANCER 
EVOLUTION 

Workshop Manual
(GS41-EVO)(CZ4A)

09 CGEE09E1-CD (English)
CGES09E1-CD (Spanish)
CGEF09E1-CD (French)
CGEG09E1-CD (German)
CGEI09E1-CD (Italian)

Brake Pedal Inspection 
(M351-00-350-73700-01)

Brake Pedal Inspection 
(M351-00-350-87800-01)

Attached sheet 1
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<RUSSIA>

<UK(Japanese Domestic Specification)>

Underneath Manual/
Model

<M/Y> Underneath Pub. No. Title (Info-ID) Attached Sheet

2007 OUTLANDER 
Workshop Manual
(GS45X)(CW0W)

07 N/A Brake Pedal Inspection 
(M351-00-350-64100-01)

Attached sheet 3

2008 OUTLANDER 
Workshop Manual
(GS45X)(CW0W)

08 N/A Brake Pedal Inspection 
(M351-00-350-71500-01)

2009 OUTLANDER 
Workshop Manual
(GS45X)(CW0W)

09 N/A Brake Pedal Inspection 
(M351-00-350-89000-01)

2008 LANCER 
Workshop Manual
(GS41)(CY0A)

08 N/A Brake Pedal Check and 
Adjustment 
(M351-00-091-01800-01)

Brake Pedal Check and 
Adjustment 
(M351-00-090-97400-01)

2009 LANCER 
Workshop Manual
(GS41)(CY0A)

09 N/A Brake Pedal Check and 
Adjustment 
(M351-00-091-06300-01)

2009 LANCER 
SPORTBACK 

Workshop Manual
(GS44S)(CX0A)

09 N/A Brake Pedal Check and 
Adjustment 
(M351-00-091-06300-01)

Manual/Model <M/Y> Pub. No. Title (Info-ID) Attached Sheet

2008 LANCER 
EVOLUTION 

Workshop Manual
(GS41-EVO)(CZ4A)

08 N/A Brake Pedal Inspection 
(M351-00-350-73700-01)

Attached sheet 3

Attached sheet 2



7. After checking the brake pedal height, install the stop lamp 

switch in the following procedure:

(1) Screw in the stop lamp switch until its thread contacts the 

pedal stopper, then turn the switch approximately one 

eighth of a clockwise turn to fix it. While doing this, pull 

and hold the brake pedal by hand.

(2) Check that the clearance between the stop lamp switch 

and the pedal stopper is as shown in the figure.

AC309282 AF

0.5 to 1.5 mm

Stop lamp switch
Pedal stopper

Pedal stopper
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Pull and hold the brake pedal by hand.
Insert the stop lamp switch until the stop lamp switch body
contacts the pedal stopper, then turn the switch approximately
one eighth of a clockwise turn to fix it.

Attached sheet 3

Stop lamp
switch body

<Correct>

<Incorrect>

<Added>


