-~ SERVICE BULLETIN

MITSUBISHI AFTERSALES SERVICE OFFICE, MITSUBISHI MOTORS CORPORATION

MOTORS

pURPOSE: INFORMATION | 1ssue No.: MSB-09E42-001

DATE : 2009-03-05

suBJEcT : SUNROOF LID WEATHERSTRIP

GrROUP : BODY

<MODEL> <M/Y>

(EUR/RUSSIA)
See following
2. Applicable Manuals table.

1. Description:

their contents are the same.

2. Applicable Manuals:
See Attached sheets 1(1/2) and 1(2/2).

3. Effective Date:
OUTLANDER: From early August 2007

In accordance with the addition of the sunroof lid weatherstrip, the related illustration and removal
steps are modified. This Service Bulletin contains the modified descriptions.

Note: The page numbers and Info IDs shown in the Attached sheets 4 and 6 do not necessarily
correspond to the actual page numbers and Info IDs of each Workshop Manual. However,

There may be some attached sheets not included in this Service Bulletin because they are not
applicable to your market. Their sheet numbers are not listed in the above table.

LANCER, LANCER EVOLUTION and LANCER SPORTBACK: From the first production models
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<EUR>

Attached sheet 1 (1/2)

Manual/Model

<M/Y>

Pub. No.

Title (Info-ID)

Attached Sheet

2008 LANCER
Workshop Manual
(GS41)(CYOA)

08

CG1EO8E2-CD
(English)
CG1S08E2-CD
(Spanish)
CG1F08E2-CD
(French)
CG1G08E2-CD
(German)

2009 LANCER
Workshop Manual
(GS41)(CY0A)

09

CG1EO9E1-CD
(English)
CG1S09E1-CD
(Spanish)
CG1F09E1-CD
(French)
CG1G09E1-CD
(German)
CG1109E1-CD
(Italian)

Sunroof Assembly Removal
and Installation
(M426-00-120-81400-01)

Workshop Manual
(GS41-EVO)(CZ4A)

2009 LANCER EVOLUTION

09

CGEEO9E1-CD
(English)
CGESO09E1-CD
(Spanish)
CGEF09E1-CD
(French)
CGEGO09E1-CD
(German)
CGEIO9E1-CD
(Italian)

Sunroof Assembly Removal
and Installation
(M426-00-120-81400-01)

Workshop Manual
(GS44S)(CX0A)

2009 LANCER SPORTBACK

09

CG4EQ9E1-CD
(English)
CG4S09E1-CD
(Spanish)
CG4F09E1-CD
(French)
CG4G09E1-CD
(German)
CG4109E1-CD
(Italian)

Sunroof Assembly Removal
and Installation
(M426-00-120-89200-01)

Attached sheet 4

2007 OUTLANDER
Workshop Manual
(GS45X)(CWOW)

07

CGXEOQ7E1-CD
(English)
CGXS07E1-CD
(Spanish)
CGXFO7E1-CD
(French)
CGXGO07E1-CD
(German)

2008 OUTLANDER
Workshop Manual
(GS45X)(CWOwW)

08

CGXEO8E2-CD
(English)
CGXS08E2-CD
(Spanish)
CGXF08E2-CD
(French)
CGXGO08E2-CD
(German)

Sunroof Assembly Removal
and Installation
(M426-00-120-76200-01)

Attached sheet 6
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Attached sheet 1 (2/2)

<EUR>
Manual/Model <M/Y> Pub. No. Title (Info-ID) Attached Sheet
2009 OUTLANDER 09 CGXEQ9E1-CD Sunroof Assembly Removal Attached sheet 6
Workshop Manual (English) and Installation
(GS45X)(CWOW) CGXS09E1-CD (M426-00-120-90000-01)
(Spanish)
CGXF09E1-CD
(French)
CGXGO09E1-CD
(German)
CGXI09E1-CD
(Italian)
<RUSSIA>
Underneath Manual/Model <M/Y> Underneath Title (Info-ID) Attached Sheet
Pub. No.
2008 LANCER 08 N/A Sunroof Assembly Removal Attached sheet 4
Workshop Manual and Installation
(GS41)(CY0A) (M426-00-120-81400-01)
2009 LANCER 09 N/A Sunroof Assembly Removal

Workshop Manual
(GS41)(CY0A)

and Installation
(M426-00-120-81400-01)
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BODY

SUNROOF ASSEMBLY

Attached sheet4 | 42 A-119

SUNROOF ASSEMBLY
REMOVAL AND INSTALLATION

M1426001200814

Post-installation operation

Roof lid glass assembly and sunroof assembly

¢ Sunroof leakage check (Refer to P.42A-116.)

¢ Sunroof alignment (Refer to P.42A-116.)

e Learning procedures for sunroof fully closed position
(Refer to P.42A-117.)

<Added>

MSB-09E42-0

1

<Old>

3.5£0.5N'm

Sunroof switch removal
Sunroof switch (Refer to GROUP
54A — Interior Lamp P.54A-197.)
Sunroof lid glass assembly
removal

Sunroof lid glass assembly

1-1. Sunroof lid weatherstrip
1-2. Sunroof lid glass

01 (08ALO066)

<Added>
Section B -B

1-2

1-1\ /

GCF
AC808968
7
@
]
<
Section A-A ﬁ
Grease: Use resin - proof silicone grease
AC607036AB

Sunroof motor assembly
removal steps

Headlining (Refer to GROUP 52A,
— Headlining P.52A-17.)

Sunroof motor assembly




42A-146

BODY

Attached sheet 6

SUNROOF ASSEMBLY
SUNROOF ASSEMBLY
REMOVAL AND INSTALLATION <Added>
M1426001200762
Section B -B

Post-installation operation

<Roof lid glass assembly and sunroof assembly> 1-2

¢ Sunroof leakage check (Refer to P.42A-143.) 11

e Sunroof alignment (Refer to P.42A-143.)

e Learning procedures for sunroof fully closed position

(Refer to P.42A-144.)

O

AC808968

3.5x0.5N-m

Sunroof switch removal
e  Front room lamp assembly (Refer
to GROUP 52A — Headlining .)

Roof lid glass assembly removal

SN 1. Rooflid glass assembly
>/ Sunroof motor assembly

removal steps

e  Front room lamp bracket (Refer to
GROUP 52A — Headlining .)
<Added> 2.  Sunroof motor assembly

1-1. Sunroof lid weatherstrip

1-2. Sunroof lid glass

e
N

<<A>>

Section A- A é
.

AC507739

Grease: Use resin - proof silicone grease

AC507738AB
Sunroof assembly removal
steps

e Front energy absorber roof bracket
<Vehicles with curtain air bag>
(Refer to GROUP 52A — Headlining
)

. Bracket <Vehicles with rear
displayr>(Refer to GROUP 54A —
Rear Display .)

3. Drain pipe connection

4. Sunroof assembly
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