-~ SERVICE BULLETIN

MITSUBISHI DOMESTIC SALES & AFTER SALES SERVICE OFFICE, MITSUBISHI MOTORS CORPORATION

MOTORS

pURPOSE: CORRECTION [ 1ssueNo.: MSB-09E54-501

DATE : 2009-05-07

suBlecT : ACTION PROCEDURE FOR CHARGE WARNING LAMP

Grour : CHASSIS ELECTRICAL

<MODEL> <M/Y>

(EUR/RUSSIA/UK(Japanese
Domestic Spec.))

See following

2. Applicable Manuals table.

1. Description:

rect description.

2. Applicable Manuals:
See Attached sheets 1 (1/2) and 1 (2/2).

3. Corrected Specifications:
See Attached sheet 2.

The action procedure for charge warning lamp has been incorrect. This bulletin contains the cor-

There may be some attached sheets not included in this Service Bulletin because they are not
applicable to your market. Their sheet numbers are not listed in the above table.
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Attached sheet 1 (1/2)

<EUR>
Manual/Model <M/Y> Pub. No. Title (Info-ID) Attached Sheet
2007 OUTLANDER 07 CGXEOQ7E1-CD | Inspection Procedure for | Attached sheet 2
Workshop Manual (English) Each Multi Information
(GS45X)(CWOW) CGXS07E1-CD | Display Screen
(Spanish) (M540-20-190-04500-01)
CGXF07E1-CD
(French)
CGXGO7E1-CD
(German)
2008 OUTLANDER 08 CGXEOQO8E2-CD | Inspection Procedure for
Workshop Manual (English) Each Multi Information
(GS45X)(CWOW) CGXS08E2-CD | Display Screen
(Spanish) (M540-20-190-27200-01)
CGXF08E2-CD
(French)
CGXGO08E2-CD
(German)
2009 OUTLANDER 09 CGXEQ9E1-CD | Inspection Procedure for
Workshop Manual (English) Each Multi Information
(GS45X)(CWOW) CGXSO09E1-CD | Display Screen
(Spanish) (M540-20-190-36800-01)
CGXFQ9E1-CD
(French)
CGXGO09E1-CD
(German)
CGXI09E1-CD
(Italian)
2008 LANCER 08 CG1EOQO8E2-CD | Inspection Procedure for
Workshop Manual (English) Each Multi Information
(GS41)(CY0A) CG1S08E2-CD | Display Screen
(Spanish) (M540-20-190-24900-01)
CG1F08E2-CD
(French)
CG1G08E2-CD
(German)
2009 LANCER 09 CG1EOQO9E1-CD | Inspection Procedure for
Workshop Manual (English) Each Multi Information
(GS41)(CY0A) CG1S09E1-CD | Display Screen
(Spanish) (M540-20-190-34600-01)
CG1F09E1-CD
(French)
CG1G09E1-CD
(German)
CG1I109E1-CD
(Italian)
2009 LANCER SPORTBACK | 09 CG4EQ9E1-CD | Inspection Procedure for
Workshop Manual (English) Each Multi Information
(GS44S)(CXO0A) CG4S09E1-CD | Display Screen
(Spanish) (M540-20-190-37900-01)
CG4F09E1-CD
(French)
CG4GO09E1-CD
(German)
CG4109E1-CD
(Italian)
MSB-09E54-501 (09AL005) 2




<R

<U

Attached sheet 1 (2/2)

MSB-09E54-501 (09AL005)

Manual/Model <M/Y> Pub. No. Title (Info-ID) Attached Sheet
2009 LANCER EVOLUTION 09 CGEEQ9E1-CD | Inspection Procedure for | Attached sheet 2
Workshop Manual (English) Each Multi Information
(GS41-EVO)(CZ4A) CGESO09E1-CD | Display Screen
(Spanish) (M540-20-190-29400-01)
CGEFO09E1-CD
(French)
CGEGO09E1-CD
(German)
CGEIO9E1-CD
(Italian)
USSIA>
Underneath Manual/Model <M/Y> Underneath Title (Info-ID) Attached Sheet
Pub. No.
2007 OUTLANDER 07 N/A Inspection Procedure for | Attached sheet 2
Workshop Manual Each Multi Information
(GS45X)(CWOW) Display Screen
(M540-20-190-04500-01)
2008 OUTLANDER 08 N/A Inspection Procedure for
Workshop Manual Each Multi Information
(GS45X)(CWOW) Display Screen
(M540-20-190-27200-01)
2009 OUTLANDER 09 N/A Inspection Procedure for
Workshop Manual Each Multi Information
(GS45X)(CWOW) Display Screen
(M540-20-190-36800-01)
2008 LANCER 08 N/A Inspection Procedure for
Workshop Manual Each Multi Information
(GS41)(CYO0A) Display Screen
(M540-20-190-24900-01)
Inspection Procedure for
Each Multi Information
Display Screen
(M540-20-190-13100-01)
2009 09 N/A Inspection Procedure for
LANCER SPORTBACK Each Multi Information
Workshop Manual Display Screen
(GS44S)(CX0A) (M540-20-190-37900-01)
K (Japanese Domestic Specification)>
Manual/Model <M/Y> Pub. No. Title (Info-ID) Attached Sheet
2008 LANCER EVOLUTION 08 N/A Inspection Procedure for | Attached sheet 2
Workshop Manual Each Multi Information
(GS41-EVO)(CZ4A) Display Screen
(M540-20-190-19700-01)
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Attached Sheet 2

Display contents

Factor

Action procedure

]

SERVICE
REQUIRED

AC509841

Displayed when there is a
malfunction to the charging
system.

ing screen is not displa
normally or if inues to be
displaye the battery.

/\ <Incorrect>

<Correct>

If the warning screen is not displayed normally or if the screen
continues to be displayed, check the charging system. Refer to
GROUP 16 — On-vehicle service — Output current test and
Regulated voltage test.
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