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AFTERSALES SERVICE OFFICE, MITSUBISHI MOTORS CORPORATION

MSB-09E55-001 (08AL052)

PURPOSE : INFORMATION ISSUE NO. :  MSB-09E55-001 DATE :  2009-01-20

SUBJECT : A/C COMPRESSOR HIGH PRESSURE RELIEF VALVE <MODEL> <M/Y>

GROUP : HEATER, A/C & VENTILATION

(EUR/RUSSIA/UK(Japanese 
Domestic Spec.))
See following 
2. Applicable Manuals table.

1. Description:

Since the A/C compressor high pressure relief valve is now available as a single part, the installa-
tion procedure for the valve is established. This Service Bulletin contains the established proce-
dure.

2. Applicable Manuals:

See Attached sheets A and B.

There may be some attached sheets not included in this Service Bulletin because they are not
applicable to your market. Their sheet numbers are not listed in the above table.

3. Effective Date:

From the late October 2008
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<EUR>

<RUSSIA>

Manual/Model <M/Y> Pub. No. Title (Info-ID) Attached Sheet

2007 OUTLANDER 
Workshop Manual
(GS45X)(CW0W)

07 CGXE07E1-CD (English)
CGXS07E1-CD (Spanish)
CGXF07E1-CD (French)
CGXG07E1-CD (German)

Compressor Assembly 
Disassembly and Assembly 
 (M552-00-461-02700-01)

Attached sheet
10

2008 OUTLANDER 
Workshop Manual
(GS45X)(CW0W)

08 CGXE08E2-CD (English)
CGXS08E2-CD (Spanish)
CGXF08E2-CD (French)
CGXG08E2-CD (German)

Compressor Assembly 
Disassembly and Assembly 
 (M552-00-461-20900-01)

Attached sheet
11

2009 OUTLANDER 
Workshop Manual
(GS45X)(CW0W)

09 CGXE09E1-CD (English)
CGXS09E1-CD (Spanish)
CGXF09E1-CD (French)
CGXG09E1-CD (German)
CGXI09E1-CD (Italian)

Compressor Assembly 
Disassembly and Assembly 
<2000, 2200>
(M552-00-461-62900-01)

Attached sheet
12

Compressor Assembly 
Disassembly and Assembly 
<2400, 3000>
(M552-00-461-63000-01)

Attached sheet
13

2008 LANCER
Workshop Manual
(GS41)(CY0A)

08 CG1E08E2-CD (English)
CG1S08E2-CD (Spanish)
CG1F08E2-CD (French)
CG1G08E2-CD (German)

Compressor Assembly 
Disassembly and Assembly 
<1800, 2000 >
 (M552-00-461-39500-01)

Attached sheet
16

2009 LANCER
Workshop Manual
(GS41)(CY0A)

09 CG1E09E1-CD (English)
CG1S09E1-CD (Spanish)
CG1F09E1-CD (French)
CG1G09E1-CD (German)
CG1I09E1-CD (Italian)

Compressor Assembly 
Disassembly and Assembly 
<1800, 2000 (Petrol, Die-
sel, T/C)>
 (M552-00-461-61800-01)

Attached sheet
17

2009
LANCER SPORTBACK
Workshop Manual
(GS44S)(CX0A)

09 CG4E09E1-CD (English)
CG4S09E1-CD (Spanish)
CG4F09E1-CD (French)
CG4G09E1-CD (German)
CG4I09E1-CD (Italian)

Compressor Assembly 
Disassembly and Assembly 
<Except 1500>
(M552-00-461-54400-01)

Attached sheet
18

2009
LANCER EVOLUTION
Workshop Manual
(GS41-EVO)(CZ4A)

09 CGEE09E1-CD (English)
CGES09E1-CD (Spanish)
CGEF09E1-CD (French)
CGEG09E1-CD (German)
CGEI09E1-CD (Italian)

Compressor Assembly 
Disassembly and Assembly 
(M552-00-461-51100-01)

Attached sheet
20

Underneath Manual/
Model

<M/Y> Underneath Pub. No. Title (Info-ID) Attached Sheet

2007 OUTLANDER 
Workshop Manual
(GS45X)(CW0W)

07 N/A Compressor Assembly 
Disassembly and Assembly 
 (M552-00-461-02700-01)

Attached sheet
10

2008 OUTLANDER 
Workshop Manual
(GS45X)(CW0W)

08 N/A Compressor Assembly 
Disassembly and Assembly 
 (M552-00-461-20900-01)

Attached sheet
11

2009 OUTLANDER 
Workshop Manual
(GS45X)(CW0W)

09 N/A Compressor Assembly 
Disassembly and Assembly 
<2000, 2200>
(M552-00-461-62900-01)

Attached sheet
12

Compressor Assembly 
Disassembly and Assembly 
<2400, 3000>
(M552-00-461-63000-01)

Attached sheet
13

Attached sheet A
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<UK(Japanese Domestic Specification)>

Manual/Model <M/Y> Pub. No. Title (Info-ID) Attached Sheet

2009
LANCER EVOLUTION
Workshop Manual
(GS41-EVO)(CZ4A)

09 N/A Compressor Assembly 
Disassembly and Assembly 
(M552-00-461-27600-01)

Attached sheet
18

Attached sheet B



TSB Revision

-1

10/16/08

DISASSEMBLY AND ASSEMBLY

DISASSEMBLY SERVICE POINT {}

.

<<A>> SELF-LOCKING NUT REMOVAL {Ra}

Use the special tools below to remove the self-locking nut.

Special spanner (MB991367)

Pin (MB991386)

AC5057433

10

5
4

6
7

8

9

1

2

AB
16 ± 1 N·m N

Disassembly steps for 

refrigerant temperature switch

1. Snap ring

2. Refrigerant temperature switch

Disassembly steps for magnetic 

clutch

>>D<<Ie Air gap adjustment

<<A>>Ra >>C<<Id 3. Self-locking nut

4. Armature

>>B<<Ib 5. Snap ring

6. Rotor

7. Snap ring

>>A<<Ia 8. A/C compressor coil

9. Shim

10. A/C compressor

Disassembly steps for magnetic 

clutch

AC507128AB

MB991386

MB991367

MSB-09E55-001 (08AL052) 4

11.　A/C compressor high pressure  
    relief valve

11

<Added>

<Added>

Attached sheet 10  (1 / 2 )

>>A<<

>>B<<

>>C<<

>>D<<

>>E<<
<New>

<Old>

<New>

<Old>

<New> <Old>

<New> <Old>

9.8±2.0Ｎ・m
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11/4/08

ASSEMBLY SERVICE POINTS {}

.

>>A<< A/C COMPRESSOR COIL INSTALLATION {Ia}

Install the A/C compressor coil while aligning the pin hole of A/

C compressor itself with the protrusion of A/C compressor coil

.

>>B<< SNAP RING INSTALLATION {Ib}

Use snap ring pliers to install the snap ring so that the taper 

faces outwards.

.

>>C<< SELF-LOCKING NUT INSTALLATION {Id}

Use the special tool as during removal to secure the armature 

and tighten the self-locking nut.

.

>>D<< AIR GAP ADJUSTMENT {Ie}

Check that the air gap of clutch satisfies the standard value. If 

not within the standard value, use shims to adjust it.

Standard value: 0.3  0.5 mm

AC606542

Field core
projection

Compressor
unit pin hole

AC

AC606543AC

Tapered part

Snap ring Rotor Clutch coil

AC507127AB

Thickness
gauge

MSB- 09E55- 001 (08AL052) 5

>>B<<

>>C<<

>>D<<

>>E<<

Attached sheet 10  (2 / 2 )

<New>

<Old>

<New>

<Old>

<New>

<Old>

<New>

<Old>

Attached sheet 30 is to be added.
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10/16/08

DISASSEMBLY AND ASSEMBLY <2000, 

2200>

DISASSEMBLY SERVICE POINT {}

.

<<A>> SELF-LOCKING NUT REMOVAL {Ra}

Use the special tools below to remove the self-locking nut.

Special spanner (MB991367)

Pin (MB991386)

AC5057433

10

5
4

6
7

8

9

1

2

AF
16 ± 1 N·m N

2.0 ± 0.2 N·m

Disassembly steps for 

refrigerant temperature switch

1. Snap ring

2. Refrigerant temperature switch

Disassembly steps for magnetic 

clutch

>>D<<Ie Air gap adjustment

<<A>>Ra >>C<<Id 3. Self-locking nut

4. Armature

>>B<<Ib 5. Snap ring

6. Rotor

7. Snap ring

>>A<<Ia 8. A/C compressor coil

9. Shim

10. A/C compressor

Disassembly steps for magnetic 

clutch

AC507128AB

MB991386

MB991367

MSB- 09E55- 001 (08AL052) 6

11

11.　A/C compressor high pressure  
    relief valve

<Added>

<Added>

Attached sheet 11　(1/ 2)

>>A<<

>>B<<

>>C<<

>>D<<

>>E<<
<New>

<Old>

<New>

<Old>

<New> <Old>

<New> <Old>

9.8±2.0Ｎ・m
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11/4/08

ASSEMBLY SERVICE POINTS {}

.

>>A<< A/C COMPRESSOR COIL INSTALLATION {Ia}

Install the A/C compressor coil while aligning the pin hole of A/

C compressor itself with the protrusion of A/C compressor coil

.

>>B<< SNAP RING INSTALLATION  {Ib}

Use snap ring pliers to install the snap ring so that the taper 

faces outwards.

.

>>C<< SELF-LOCKING NUT INSTALLATION  {Id}

Use the special tool as during removal to secure the armature 

and tighten the self-locking nut.

.

>>D<< AIR GAP ADJUSTMENT  {Ie}

Check that the air gap of clutch satisfies the standard value. If 

not within the standard value, use shims to adjust it.

Standard value: 0.3  0.5 mm

AC606542

Field core
projection

Compressor
unit pin hole

AC

AC606543AC

Tapered part

Snap ring Rotor Clutch coil

AC507127AB

Thickness
gauge

MSB- 09E55- 001 (08AL052) 7

>>B<<

>>C<<

>>D<<

>>E<<

Attached sheet 11　(2/ 2)

<New>

<Old>

<New>

<Old>

<New>

<Old>

<New>

<Old>

Attached sheet 30 is to be added.



TSB Revision

-1

10/16/08

DISASSEMBLY AND ASSEMBLY <2000, 
2200>

DISASSEMBLY SERVICE POINT {}

.

<<A>> SELF-LOCKING NUT REMOVAL {Ra}

Use the special tools below to remove the self-locking nut.

Special spanner (MB991367)

Pin (MB991386)

AC5057433

10

5
4

6
7

8

9

1

2

AF
16 ± 1 N·m N

2.0 ± 0.2 N·m

Disassembly steps for 

refrigerant temperature switch

1. Snap ring

2. Refrigerant temperature switch

Disassembly steps for magnetic 

clutch

>>D<<Ie Air gap adjustment

<<A>>Ra >>C<<Id 3. Self-locking nut

4. Armature

>>B<<Ib 5. Snap ring

6. Rotor

7. Snap ring

>>A<<Ia 8. A/C compressor coil

9. Shim

10. A/C compressor

Disassembly steps for magnetic 

clutch

AC507128AB

MB991386

MB991367

MSB- 09E55- 001 (08AL052) 8

11

11. 　A/ C compr essor  hi gh pr essur e  
    r el i ef  val ve

<Added>

<Added>

Attached sheet 12  (1 / 2 )

>>A<<

>>B<<

>>C<<

>>D<<

>>E<<

<New>

<Old>

<New>

<Old>

<New> <Old>

<New> <Old>

9. 8±2. 0Ｎ・m
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11/4/08

ASSEMBLY SERVICE POINTS {}

.

>>A<< A/C COMPRESSOR COIL INSTALLATION {Ia}

Install the A/C compressor coil while aligning the pin hole of A/

C compressor itself with the protrusion of A/C compressor coil

.

>>B<< SNAP RING INSTALLATION {Ib}

Use snap ring pliers to install the snap ring so that the taper 

faces outwards.

.

>>C<< SELF-LOCKING NUT INSTALLATION {Id}

Use the special tool as during removal to secure the armature 

and tighten the self-locking nut.

.

>>D<< AIR GAP ADJUSTMENT {Ie}

Check that the air gap of clutch satisfies the standard value. If 

not within the standard value, use shims to adjust it.

Standard value: 0.3  0.5 mm

AC606542

Field core
projection

Compressor
unit pin hole

AC

AC606543AC

Tapered part

Snap ring Rotor Clutch coil

AC507127AB

Thickness
gauge

MSB- 09E55- 001 (08AL052) 9

>>B<<

>>C<<

>>D<<

>>E<<

Attached sheet 12  (2 / 2 )

<New>

<Old>

<New>

<Old>

<New>

<Old>

<New>

<Old>

Attached sheet 30  is to be added.
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-1

10/16/08

DISASSEMBLY AND ASSEMBLY <2400, 

3000>

DISASSEMBLY SERVICE POINT {S2}

.

<<A>> SELF-LOCKING NUT REMOVAL {Ra}

Use the special tools below to remove the self-locking nut.

AC708331

AC706690

3

10

5

4
6

7
8

9

2
1

AB

16 ± 1 N·m N

2.0 ± 0.2 N·m

5.9 ± 0.6 N·m

Refrigerant temperature 
switch sealant: KE-347W

Cooling temperature switch 

disassembly steps

1. Bracket

2. Cooling temperature switch

A/C compressor clutch 

disassembly

>>D<<Id Air gap adjustment

<<A>>Ra >>C<<Ic 3. Self-locking nut

4. Armature

5. Shim

>>B<<Ib 6. Snap ring

7. Rotor

8. Snap ring

>>A<<Ia 9. Field core

10. A/C compressor

A/C compressor clutch 

disassembly

AC709546AC

MB991386

MB991367

MSB- 09E55- 001 (08AL052) 10

11.　A/C compressor high pressure  
    relief valve

11

<Added>

<Added>

Attached sheet 13  (1 / 2 )

>>A<<

>>B<<

>>C<<

>>D<<

>>E<< <New> <Old>

<New> <Old>

<New>

<Old>

<New>

<Old>

9. 8±2. 0Ｎ・m
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11/4/08

ASSEMBLY SERVICE POINTS {S3}

.

>>A<< FIELD CORE ATTACHMENT {Ia}

Line up the pin hole on the compressor unit with the field core 

projection and attach.

.

>>B<< SNAP RING INSTALLATION {Ib}

Using snap ring pliers, fit the s nap ring so that the snap ring’s 

tapered part is on the outside.

.

>>C<< SELF-LOCKING NUT INSTALLATION {Ic}

Using a special tool, as when removing the nut, secure the 

armature and tighten the self-locking nut.

.

>>D<< AIR GAP ADJUSTMENT {Id}

Check whether or not the air gap of the clutch is within the 

standard value.

Standard value:

 0.25  0.45 mm

NOTE: If there is a deviation of the air gap from the standard 

value, make the necessary adjustment by adjusting the number 

of shims.

AC709545AC

Field core 
projection

Compressor
unit pin hole

AC209126AB

Snap ring

Rotor
Clutch coil

Tapered part

AC709546AC

MB991386

MB991367

AC707121

MSB- 09E55- 001 (08AL052) 11

>>B<<

>>C<<

>>D<<

>>E<<

Attached sheet 13  (2 / 2 )

<New>

<Old>

<New>

<Old>

<New>

<Old>

<New>

<Old>

Attached sheet 30  is to be added.
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10/16/08

DISASSEMBLY AND REASSEMBLY 

<1800, 2000>

DISASSEMBLY SERVICE POINT {}

.

<<A>> SELF-LOCKING NUT REMOVAL {Ra}

Use the special tools below to remove the self-locking nut.

Special spanner (MB991367)

Pin (MB991386)

AC5057433

10

5
4

6
7

8

9

1

2

AB
16 ± 1 N·m N

Disassembly steps for 

refrigerant temperature switch

1. Snap ring

2. Refrigerant temperature switch

Disassembly steps for magnetic 

clutch

>>D<<Ie Air gap adjustment

<<A>>Ra >>C<<Id 3. Self-locking nut

4. Armature

>>B<<Ib 5. Snap ring

6. Rotor

7. Snap ring

>>A<<Ia 8. A/C compressor coil

9. Shim

10. A/C compressor

Disassembly steps for magnetic 

clutch

AC507128AB

MB991386

MB991367

MSB- 09E55- 001 (08AL052) 12

11. 　A/ C compr essor  hi gh pr essur e  
    r el i ef  val ve

11

<Added>

<Added>

Attached sheet 16  (1 / 2 )

>>A<<

>>B<

>>C<<

>>D<<

>>E<<

<New>

<Old>

<New>

<Old>

<New> <Old>

<New> <Old>

9. 8±2. 0Ｎ・ｍ
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11/4/08

ASSEMBLY SERVICE POINTS {}

.

>>A<< A/C COMPRESSOR COIL INSTALLATION {Ia}

Install the A/C compressor coil while aligning the pin hole of A/

C compressor itself with the protrusion of A/C compressor coil

.

>>B<< SNAP RING INSTALLATION {Ib}

Use snap ring pliers to install the snap ring so that the taper 

faces outwards.

.

>>C<< SELF-LOCKING NUT INSTALLATION {Id}

Use the special tool as during removal to secure the armature 

and tighten the self-locking nut.

.

>>D<< AIR GAP ADJUSTMENT {Ie}

Check that the air gap of clutch satisfies the standard value. If 

not within the standard value, use shims to adjust it.

Standard value: 0.3  0.5 mm

AC606542

Field core
projection

Compressor
unit pin hole

AC

AC606543AC

Tapered part

Snap ring Rotor Clutch coil

AC507127AB

Thickness
gauge

MSB- 09E55- 001 (08AL052) 13

>>B<<

>>C<<

<New>

<Old>

>>D<<

>>E<<

<New>

Attached sheet 16  (2 / 2 )

<New>

<Old>

<New>

<Old>

<Old>

Attached sheet 30  is to be added.
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10/16/08

DISASSEMBLY AND REASSEMBLY 
<1800, 2000 (PETROL, DIESEL, T/C)>

DISASSEMBLY SERVICE POINT {}

.

<<A>> SELF-LOCKING NUT REMOVAL {Ra}

Use the special tools below to remove the self-locking nut.

Special spanner (MB991367)

Pin (MB991386)

AC5057433

10

5
4

6
7

8

9

1

2

AB
16 ± 1 N·m N

Disassembly steps for 

refrigerant temperature switch

1. Snap ring

2. Refrigerant temperature switch

Disassembly steps for magnetic 

clutch

>>D<<Ie Air gap adjustment

<<A>>Ra >>C<<Id 3. Self-locking nut

4. Armature

>>B<<Ib 5. Snap ring

6. Rotor

7. Snap ring

>>A<<Ia 8. A/C compressor coil

9. Shim

10. A/C compressor

Disassembly steps for magnetic 

clutch

AC507128AB

MB991386

MB991367

MSB- 09E55- 001 (08AL052) 14

11. 　A/ C compr essor  hi gh pr essur e  
    r el i ef  val ve

11

<Added>

<Added>

Attached sheet 17  (1 / 2 )

>>A<<

>>B<<

>>C<<

>>D<<

>>E<<

<New>

<Old>

<New>

<Old>

<New> <Old>

<New> <Old>

9. 8±2. 0Ｎ・m
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11/4/08

ASSEMBLY SERVICE POINTS {}

.

>>A<< A/C COMPRESSOR COIL INSTALLATION {Ia}

Install the A/C compressor coil while aligning the pin hole of A/

C compressor itself with the protrusion of A/C compressor coil

.

>>B<< SNAP RING INSTALLATION {Ib}

Use snap ring pliers to install the snap ring so that the taper 

faces outwards.

.

>>C<< SELF-LOCKING NUT INSTALLATION {Id}

Use the special tool as during removal to secure the armature 

and tighten the self-locking nut.

.

>>D<< AIR GAP ADJUSTMENT {Ie}

Check that the air gap of clutch satisfies the standard value. If 

not within the standard value, use shims to adjust it.

Standard value: 0.3  0.5 mm

AC606542

Field core
projection

Compressor
unit pin hole

AC

AC606543AC

Tapered part

Snap ring Rotor Clutch coil

AC507127AB

Thickness
gauge

MSB- 09E55- 001 (08AL052) 15

>>B<<

>>C<<

>>D<<

>>E<<

Attached sheet 17  (2 / 2 )

<New>

<Old>

<New>

<Old>

<New>

<Old>

<New>

<Old>

Attached sheet 30  is to be added.
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10/16/08

DISASSEMBLY AND REASSEMBLY

DISASSEMBLY SERVICE POINT {}

.

<<A>> SELF-LOCKING NUT REMOVAL {Ra}

Use the special tools below to remove the self-locking nut.

Special spanner (MB991367)

Pin (MB991386)

AC7060484

11

6

5
7

8
9

10

2
3

AC
16 ± 1 N·m N

2.0 ± 0.2 N·m 1

Disassembly steps for 

refrigerant temperature switch

1. Connector bracket

2. Snap ring

3. Refrigerant temperature switch

Disassembly steps for magnetic 

clutch

>>D<<Ie Air gap adjustment

<<A>>Ra >>C<<Id 4. Self-locking nut

5. Armature

6. Shim

>>B<<Ib 7. Snap ring

8. Rotor

9. Snap ring

>>A<<Ia 10. A/C compressor coil

11. A/C compressor

Disassembly steps for magnetic 

clutch

AC611036AB

MB991367

MB991386

MSB- 09E55- 001 (08AL052) 16

<Added>

<Added>

12. 　A/ C compr essor  hi gh pr essur e  
    r el i ef  val ve

12

Attached sheet 18  (1 / 2 )

>>A<<

>>B<<

>>C<<

>>D<<

>>E<<
<New> <Old>

<New> <Old>

<New>

<Old>

<New>

<Old>

9. 8±2. 0Ｎ・ｍ
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11/4/08

ASSEMBLY SERVICE POINTS {}

.

>>A<< A/C COMPRESSOR COIL INSTALLATION {Ia}

Install the A/C compressor coil while aligning the pin hole of A/

C compressor itself with the protrusion of A/C compressor coil

.

>>B<< SNAP RING INSTALLATION {Ib}

Use snap ring pliers to install the snap ring so that the taper 

faces outwards.

.

>>C<< SELF-LOCKING NUT INSTALLATION {Id}

Use the special tool as during removal to secure the armature 

and tighten the self-locking nut.

.

>>D<< AIR GAP ADJUSTMENT {Ie}

Check that the air gap of clutch satisfies the standard value. If 

not within the standard value, use shims to adjust it.

Standard value: 0.3  0.5 mm

AC606542

Field core
projection

Compressor
unit pin hole

AC

AC606543AC

Tapered part

Snap ring Rotor Clutch coil

AC507127AB

Thickness
gauge

MSB- 09E55- 001 (08AL052) 17

>>B<<

>>C<<

>>D<<

>>E<<

Attached sheet 18  (2 / 2 )

<New>

<Old>

<New>

<Old>

<New>

<Old>

<New>

<Old>

Attached sheet 30  is to be added.
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-1

10/16/08

DISASSEMBLY AND REASSEMBLY

DISASSEMBLY SERVICE POINT {}

.

<<A>> SELF-LOCKING NUT REMOVAL {Ra}

Use the special tools below to remove the self-locking nut.

Special spanner (MB991367)

Pin (MB991386)

AC5057433

10

5
4

6
7

8

9

1

2

AI
16 ± 1 N·m N

2.0 ± 0.2 N·m

Disassembly steps for 

refrigerant temperature switch

1. Snap ring

2. Refrigerant temperature switch

Disassembly steps for magnetic 

clutch

>>D<<Ie Air gap adjustment

<<A>>Ra >>C<<Id 3. Self-locking nut

4. Armature

>>B<<Ib 5. Snap ring

6. Rotor

7. Snap ring

>>A<<Ia 8. A/C compressor coil

9. Shim

10. A/C compressor

Disassembly steps for magnetic 

clutch

AC507128AB

MB991386

MB991367

MSB- 09E55- 001 (08AL052) 18

11. 　A/ C compr essor  hi gh pr essur e  
    r el i ef  val ve

11

<Added>

<Added>

Attached sheet 20  (1 / 2 )

>>A<<

>>B<<

>>C<<

>>D<<

>>E<< <New> <Old>

<New> <Old>

<New>

<Old>

<New>

<Old>

9. 8±2. 0Ｎ・m



TSB Revision

-2

11/4/08

ASSEMBLY SERVICE POINTS {}

.

>>A<< A/C COMPRESSOR COIL INSTALLATION {Ia}

Install the A/C compressor coil while aligning the pin hole of A/

C compressor itself with the protrusion of A/C compressor coil

.

>>B<< SNAP RING INSTALLATION {Ib}

Use snap ring pliers to install the snap ring so that the taper 

faces outwards.

.

>>C<< SELF-LOCKING NUT INSTALLATION {Id}

Use the special tool as during removal to secure the armature 

and tighten the self-locking nut.

.

>>D<< AIR GAP ADJUSTMENT {Ie}

Check that the air gap of clutch satisfies the standard value. If 

not within the standard value, use shims to adjust it.

Standard value: 0.3  0.5 mm

AC606542
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