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GLOBAL AFTER SALES OFFICE, MITSUBISHI MOTORS CORPORATION

MSB-11E22-503 (11PT005)

PURPOSE : CORRECTION ISSUE NO. :  MSB-11E22-503 DATE :  2011-09-20

SUBJECT : SPECIAL TOOL FOR DIFFERENTIAL CASE BEARING 
(W6MBA MANUAL TRANSMISSION)

<MODEL>

(EUR)
OUTLANDER
(CW0W),
ASX
(GA0W)

<M/Y>

07–12

GROUP : MANUAL TRANSMISSION

1. Description:

For W6MBA manual transmission for diesel engine, the part numbers of the special tools
(Installer Adapter) for installing the bearings to the differential case have been incorrect. This Ser-
vice Bulletin contains the correct information regarding the special tools.

2. Applicable Manuals:

There may be some attached sheets not included in this Service Bulletin because they are not
applicable to your market. Their sheet numbers are not listed in the above table.

3. Corrected Specifications:

See Attached sheets 2 to 4.

Manual Pub. No. Title (Info-ID) Attached Sheet

2007 OUTLANDER
Workshop Manual
CD-ROM

CGXE07E1-CD (English)
CGXS07E1-CD (Spanish)
CGXF07E1-CD (French)
CGXG07E1-CD (German)

Differential Disassembly and 
Reassembly
(M222-00-250-31700-01)

Attached sheet 2

2008 OUTLANDER
Workshop Manual
CD-ROM

CGXE08E2-CD (English)
CGXS08E2-CD (Spanish)
CGXF08E2-CD (French)
CGXG08E2-CD (German)

Differential Disassembly and 
Reassembly
(M222-00-250-38400-01)

Attached sheet 3

2009 OUTLANDER
Workshop Manual
CD-ROM

CGXE09E1-CD (English)
CGXS09E1-CD (Spanish)
CGXF09E1-CD (French)
CGXG09E1-CD (German)
CGXI09E1-CD (Italian)

2010 OUTLANDER
Workshop Manual
CD-ROM

CGXE10E1-CD (English)
CGXS10E1-CD (Spanish)
CGXF10E1-CD (French)
CGXG10E1-CD (German)
CGXI10E1-CD (Italian)

2011 OUTLANDER
Workshop Manual
CD-ROM

CGXE11E1-CD (English)
CGXS11E1-CD (Spanish)
CGXF11E1-CD (French)
CGXG11E1-CD (German)
CGXI11E1-CD (Italian)

Differential Disassembly and 
Reassembly
(M222-00-250-57700-01)

Attached sheet 4

2012 OUTLANDER
Workshop Manual
CD-ROM

CGXE12E1-CD (English)
CGXS12E1-CD (Spanish)
CGXF12E1-CD (French)
CGXG12E1-CD (German)
CGXI12E1-CD (Italian)

2011 ASX
Workshop Manual
CD-ROM

CGWE11E2-CD (English)
CGWS11E2-CD (Spanish)
CGWF11E2-CD (French)
CGWG11E2-CD (German)
CGWI11E2-CD (Italian)



DISASSEMBLY AND REASSEMBLY

M1222002500317

3. Place special tool Bearing remover (MD998917) in the 

differential ring gear location, and remove the tapered roller 

bearing #2. 

REASSEMBLY

1. Using special tool, install the tapered roller bearing #2.

 Installer cap (MD998812)

 Installer 100 (MD998813)

 Installer adapter (MD998827)

2. Using special tools, install the tapered roller bearing #2.

 Installer cap (MD998812)

 Installer 100 (MD998813)

 Installer adapter (MD998827)

3. Install the differential ring gear to the differential case sub-

assembly and tighten the bolts to the specified torque of 106 

! 6 N"m.

AK602538

MD998917

AB

AK403184AC

MD998812

MD998813

MD998827

AK204470

MD998812

MD998813

MD998827

AF

AK500031
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Attached sheet 2

<Incorrect>

MB991471 <Correct>

<Incorrect>



DISASSEMBLY AND REASSEMBLY

M1222002500384

2. Place special tool Bearing remover (MD998917) in remove 

the tapered roller bearing.

3. Place special tool Bearing remover (MD998917) in the 

differential ring gear location, and remove the tapered roller 

bearing. 

REASSEMBLY

1. Using special tool, install the tapered roller bearing.

 Installer cap (MD998812)

 Installer-100 (MD998813)

 Installer adapter (MB991471)

2. Using special tools, install the tapered roller bearing.

 Installer cap (MD998812)

 Installer-100 (MD998813)

 Installer adapter (MD998827)

AK602537

MD998917

AB

AK602538

MD998917

AB

AK403184AD

MD998812

MD998813

MB991471

AK204470

MD998812

MD998813

MD998827

AF
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MD998827 <Correct>

<Incorrect>

MB991471

<Incorrect>

<Incorrect>

<Incorrect>

<Correct>

Attached sheet 3



DISASSEMBLY AND REASSEMBLY

M1222002500577

2. Place special tool Bearing remover (MD998917) in remove 

the tapered roller bearing.

3. Place special tool Bearing remover (MD998917) in the 

differential ring gear location, and remove the tapered roller 

bearing. 

REASSEMBLY

1. Using special tool, install the tapered roller bearing.

 Installer cap (MD998812)

 Installer-100 (MD998813)

 Installer adapter (MD998827)<F6MBA>

 Installer adapter (MB991471)<W6MBA>

2. Using special tools, install the tapered roller bearing.

 Installer cap (MD998812)

 Installer-100 (MD998813)

 Installer adapter (MD998827)

AK602537

MD998917

AB

AK602538

MD998917

AB

AK403184AE

MD998812

MD998813

MD998827

<F6MBA> or

MB991471

<W6MBA>

AK204470

MD998812

MD998813

MD998827

AF
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MD998827 

<F6MBA> 

MB991471 

<W6MBA>

<Correct>

<Incorrect><Incorrect>

 MD998827

<Incorrect>

<Correct> • Installer adapter (MD998827)

<Incorrect>

<Correct>

 ・ Installer adapter (MD998827) <F6MBA> 

 ・ Installer adapter (MB991471) <W6MBA>

<Correct>


