MITSUBISHI

-~ SERVICE BULLETIN

GLOBAL AFTER SALES OFFICE, MITSUBISHI MOTORS CORPORATION
MOTORS
PURPOSE : INFORMATION ISSUE NO. : MSB-13EXML00-001B DATE : 2013-05-15
suBJEcT: REMOVAL AND INSTALLATION OF A STABILIZER <Destination/Model> <M/Y>
LINK AS SHOWN BELOW ALL
Grour : GENERAL

1. Description :

service manual.

2. Applicable destinations and models

For G.EXP : CYOA/GAOW/CZ4A/CWOW/CVOW
For GCC : CYOA/GAOW/CZAA/CWOW

3. Details:
See the attached document

See the attached document for the information about the change of mention in the applicable

For MMNA/USTP : CYOA/CXO0A/GAOW/CZAAICWOW (Please see the attached 2)

For EUR/PEUGEOT/CITROEN : CYOA/CX0A/GAOW/CZ4A/CWOW/GFOW/GBOW/GCOW

For MMAL:CYOA/CX0A/GAOW/CZ4A/ICWOW/GFOW (Please see the attached 3 except for MMNA
/USTP)
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STABILIZER BAR

REMOVAL AND INSTALLATION

Post-installation Operation

e Check the Dust Cover for Cracks or Damage by Pushing
it with your finger.

¢ Front Wheel Alignment Check and Adjustment (Refer to ).

31+4Nm
23 £ 2 ft-Ib

39+ 6 N'm
29 £ 4 ft-Ib

Stabilizer link removal
00 Added Stens

<<A>> >>C<< 1. Stabilizer link and stabilizer
bar connection nut

<<B>> >>PD<< 2. Stabilizer link and strut
connection nut

3. Stabilizer link
Stabilizer bushing removal
steps
<<A>> >>C<< 1. Stabilizer link and stabilizer
bar connection nut

<<A>>

>>B<<

>>C<<

>>B<<
>>A<<

TSB Revision
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Attached sheet 2 (1/3)

M1332001901045
39+ 6 N'm
29 + 4 ft-lb
2
ACCO00332AB

Stabilizer bushing removal
steps (Continued)
Stabilizer bar bracket
Stabilizer bushing
Stabilizer bar removal
steps

Stabilizer link and stabilizer
bar connection nut
Stabilizer bar bracket
Stabilizer bushing
Stabilizer bar



ry07ohhashi
テキストボックス
Attached sheet 2  (1/3)

ry07ohhashi
タイプライターテキスト

ry07ohhashi
タイプライターテキスト

ry07ohhashi
タイプライターテキスト

ry07ohhashi
長方形

ry07ohhashi
テキストボックス
＜Added＞


Attached sheet 2 (2/3)

0 Added
< Correct > REMOVAL SERVICE POINT
ﬁ |hexagon Wrenchl <<A>> STABILIZER LINK AND STABILIZER BAR CONNEC-
TION NUT REMOVAL < Incorrect >

Use to counterhold the stabilizer link as shown. Then

use a@to remove the nut securing the stabilizer
[ ili . < Incorrect >
"N seabilizer link link to the stabilizer|bar

A |Wrench |

< Correct >

N
S
<

Connection nut/‘@z
) Hexagon wrench

S
'
\ N ACDO1904AB

< Correct >
<<B>> STABILIZER LINK AND STRUT CONNECTION NUT
A |hexagon wrench| REMOVAL < Incorrect >
— G
—) %%ﬁﬂ /to counterhold the stabilizer link as shown. 'I_'hen
@ut assembly use a to remove the nut securing the stabilizer
— link to the strut. < |ncorrect >
/ \ Stabilizer link and
f\ W;m nut
=T : A [wrench]
~——Z A
< Correct >
Stabilizer link
ACDO01905AB

INSTALLATION SERVICE POINTS

>>A<< STABILIZER BAR INSTALLATION
2.5 mm (0.1 inch) Install the stabilizer bar as shown in the figure.

Stabilizéar Wﬁ?ﬁ H j \
10 o

» ‘@’ Stopper ring

Stabilizer bushing
Stabilizer bar bracket

AC611658 AC

TSB Revision
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ry07ohhashi
テキストボックス
Attached sheet 2  (2/3)

ry07ohhashi
長方形

ry07ohhashi
テキストボックス
＜Added＞

ry07ohhashi
長方形

ry07ohhashi
長方形

ry07ohhashi
線

ry07ohhashi
線

ry07ohhashi
線

ry07ohhashi
線

ry07ohhashi
テキストボックス
hexagon wrench

ry07ohhashi
テキストボックス
wrench

ry07ohhashi
テキストボックス
< Correct >

ry07ohhashi
テキストボックス
< Correct >

ry07ohhashi
テキストボックス
< Incorrect >

ry07ohhashi
テキストボックス
< Incorrect >

ry07ohhashi
テキストボックス
B

ry07ohhashi
テキストボックス
B

ryds0003
折れ線

ryds0003
折れ線

ry07ohhashi
長方形

ry07ohhashi
線

ry07ohhashi
線

ry07ohhashi
線

ry07ohhashi
線

ry07ohhashi
長方形

ry07ohhashi
線

ry07ohhashi
線

ry07ohhashi
線

ry07ohhashi
テキストボックス
hexagon wrench

ry07ohhashi
テキストボックス
< Correct >

ry07ohhashi
テキストボックス
B

ryds0003
折れ線

ry07ohhashi
テキストボックス
B

ryds0003
折れ線

ry07ohhashi
線

ry07ohhashi
テキストボックス
wrench

ry07ohhashi
テキストボックス
< Correct >

ry07ohhashi
テキストボックス
< Incorrect >

ry07ohhashi
テキストボックス
< Incorrect >

ry07ohhashi
線

ry07ohhashi
線

ry07ohhashi
線

ry07ohhashi
線


<= Front Stabilizer bar
bracket

Front axle / Slit

cossmember \)/

N\ 8Os

Stabilizer bushing

AC609899AB

Attached sheet 2 (3/3)

>>B<< STABILIZER BUSHING INSTALLATION
Install the stabilizer bushing as shown in the figure.

[0 Added

ﬁ< Correct > |hexagon wrench|—\

>>C<< STABILIZER LINK AND STABILIZER BAR
CONNECTION NUT INSTALLATION < Incorrect >

™ stabilizer link

Stabilizer bar

Connection nut/“‘®
)\/

Hexagon wrench
L~ g

\ N ACDO01904AB

A < Correct > |hexagon wrench|_

) =S

=

@ut assembly
\/‘

‘ Stabilizer link and

Stabilizer link
ACD01905AB

Use &|wkereh_fo counterhold the stabilizer link as shown. Then

use a%&rﬁ_%lto install the nut securing the stabilizer
link to the stabilizefbar. < Incorrect >
A |wrench| < Correct >

>>D<< STABILIZER LINK AND STRUT CONNECTION NUT
INSTALLATION < Incorrect >
se to counternold the stabilizer link as shown. Then
exagea-wrench|to install the nut securing the stabilizer
link to the strut/\< Incorrect >

ﬁ |Wrench |

TSB Revision
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ry07ohhashi
テキストボックス
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ry07ohhashi
長方形

ry07ohhashi
テキストボックス
＜Added＞

ry07ohhashi
長方形

ry07ohhashi
長方形

ry07ohhashi
線

ry07ohhashi
線

ry07ohhashi
線

ry07ohhashi
テキストボックス
hexagon wrench

ry07ohhashi
テキストボックス
< Correct >

ry07ohhashi
テキストボックス
< Incorrect >

ry07ohhashi
テキストボックス
< Incorrect >

ry07ohhashi
線

ry07ohhashi
テキストボックス
wrench

ry07ohhashi
テキストボックス
< Correct >

ry07ohhashi
線

ry07ohhashi
線

ry07ohhashi
線

ry07ohhashi
線

ry07ohhashi
テキストボックス
B

ry07ohhashi
テキストボックス
B

ryds0003
折れ線

ryds0003
折れ線

ry07ohhashi
テキストボックス
B

ryds0003
折れ線

ry07ohhashi
テキストボックス
B

ryds0003
折れ線

ry07ohhashi
長方形

ry07ohhashi
長方形

ry07ohhashi
線

ry07ohhashi
線

ry07ohhashi
線

ry07ohhashi
テキストボックス
hexagon wrench

ry07ohhashi
テキストボックス
< Correct >

ry07ohhashi
テキストボックス
< Incorrect >

ry07ohhashi
テキストボックス
< Incorrect >

ry07ohhashi
線

ry07ohhashi
テキストボックス
wrench

ry07ohhashi
線

ry07ohhashi
線

ry07ohhashi
線

ry07ohhashi
線

ry07ohhashi
線

ry07ohhashi
線


STABILIZER BAR

REMOVAL AND INSTALLATION

M1332001901034

Post-installation Operation

e Check the Dust Cover for Cracks or Damage by Pushing
it with your finger.

e Front Wheel Alignment Check and Adjustment (Refer to ).

[J AddedO

|Attached sheet 3 (1/3) |
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39+ 6 N'm

Stabilizer link removal
steps

<<A>>

<<B>>

>>C<<

>>D<<

Stabilizer link and stabilizer
bar connection nut
Stabilizer link and strut
connection nut

<<A>>

<<A>>

>>C<<

>>B<<

>>C<<

>>B<<
>>A<<

o s

o0k
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Stabilizer link

Stabilizer bushing removal
steps

Stabilizer link and stabilizer
bar connection nut
Stabilizer bar bracket
Stabilizer bushing
Stabilizer bar removal
steps

Stabilizer link and stabilizer
bar connection nut
Stabilizer bar bracket
Stabilizer bushing
Stabilizer bar

ACCO00332AB

REMOVAL SERVICE POINT [ Addedl!

<<A>> STABILIZER LINK AND STABILIZER BAR

CONNECTION NUT REMOVAL

Stabilizer bar

Connection nut/‘@zx

N,
Nt

< Incorrect >
W\

|—\ : < Incorrect >

T stabilizer fink

Hexagon wrench
|~ g

ACDO01904AC

Use a[Wrerch]to counterhold the stabilizer link as

shown. Then use a\wto remove the
nut securing the stabilizer link tafthe stabilizer bar.

A lhexagon wrench|

< Correct >

@ wrench

< Correct >


ry07ohhashi
テキストボックス
Attached sheet 3    (1/3)

ry07ohhashi
長方形

ry07ohhashi
長方形

ry07ohhashi
テキストボックス
＜Added＞

ry07ohhashi
テキストボックス
＜Added＞

ry07ohhashi
長方形

ry07ohhashi
線

ry07ohhashi
テキストボックス
wrench

ry07ohhashi
長方形

ry07ohhashi
線

ry07ohhashi
線

ry07ohhashi
線

ry07ohhashi
テキストボックス
hexagon wrench

ry07ohhashi
テキストボックス
< Correct >

ry07ohhashi
テキストボックス
< Correct >

ry07ohhashi
テキストボックス
< Incorrect >

ry07ohhashi
テキストボックス
< Incorrect >

ryds0003
折れ線

ryds0003
折れ線

ry07ohhashi
テキストボックス
B

ry07ohhashi
テキストボックス
B

ry07ohhashi
線

ry07ohhashi
線

ry07ohhashi
線

ry07ohhashi
線


|Attached sheet 3 (2/3) |

00 Added 1 Added]
<<B>> STABILIZER LINK AND STRUT >>C<< STABILIZER LINK AND STABILIZER BAR
CONNECTION NUT REMOVAL CONNECTION NUT INSTALLATION
) 5771
@embly Stabilizer bar \
/ Stabilizer link and /& Stabilizer link
strut connection nut
Hexagon wrench A Connection nut
< Correct >

Hexagon wrench

hexagon wrench

Stabilizer link

< Correct > "=
|hexagon wrench
I L
< Incorrect >\‘//

< Incorrect > ACDO01905AC < InCOILrect >\l/ ACD01904AC
Use a[rerento counterhold the stabilizer link as Use awrerehlto counterhold the stabilizer link as
shown. Then use a|hexager-wrench|to remove the| | shown. Then use a[hexagerwrenchlto install the nut
nut securing the stabilizer|link to the strut. securing the stabilizer link to the stabilizer bar.
Incorrect >
wrench
INSTALLATION SERVICE POINTS >>D<< STABILIZER LINK AND STRU1%C|—t>|
>>A<< STABILIZER BAR INSTALLATION CONNECTION NUT INSTALLATION orrec
|wrench| | 2.5mm — i
Y L
1 *——>=Strut assembly
< Correct > 2 '
@ Ré

A 7 | |

| o \ A f\/ ‘ 2N 11\ strut connection nut
@ L
)~ Lol T
Stabilizer bar / n \ < Correct> (7, (— Hexagon wrench

Stabilizer link and

|

A hexagon wrench
- _ (O Stopper ring €Xado e
Stabilizer bushing | |

Stabilizer link

Stabilizer bar bracket acsisssac | < Incorrect > V ACDOL90BAC
Install the stabilizer bar as shown in the figure.
>>B<< STABILIZER BUSHING INSTALLATION securing the stabilizer link to the strut>
<= Front Stabilizer bar INSPECTION < NOrTect>" A fwrench]< Correct >
bracket M1332002000967
Front axle / e Check the bushings for wear and deterioration.
crossmember \,/S”t e Check the stabilizer bar for deterioration or dam-
\ [T T age
A == e Check all bolts for condition and straightness.
W/ Ry STABILIZER LINK BALL JOINT ROTATION
Stabilizer bushing STARTING TORQUE CHECK
AC609899AB

MB990326
Install the stabilizer bushing as shown in the figure. \

/

5/

AC404845AC
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テキストボックス
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ry07ohhashi
長方形

ry07ohhashi
長方形

ry07ohhashi
テキストボックス
＜Added＞

ry07ohhashi
テキストボックス
＜Added＞

ry07ohhashi
長方形

ry07ohhashi
長方形

ry07ohhashi
長方形

ry07ohhashi
長方形

ry07ohhashi
長方形

ry07ohhashi
長方形

ry07ohhashi
テキストボックス
hexagon wrench

ry07ohhashi
テキストボックス
< Correct >

ry07ohhashi
テキストボックス
< Correct >

ry07ohhashi
テキストボックス
< Correct >

ry07ohhashi
テキストボックス
hexagon wrench

ry07ohhashi
テキストボックス
hexagon wrench

ry07ohhashi
テキストボックス
< Incorrect >

ry07ohhashi
テキストボックス
< Incorrect >

ry07ohhashi
テキストボックス
< Incorrect >

ry07ohhashi
テキストボックス
< Incorrect >

ry07ohhashi
テキストボックス
< Incorrect >

ry07ohhashi
テキストボックス
< Incorrect >

ry07ohhashi
テキストボックス
wrench

ry07ohhashi
テキストボックス
< Correct >

ry07ohhashi
線

ry07ohhashi
線

ry07ohhashi
線

ry07ohhashi
テキストボックス
B

ryds0003
折れ線

ry07ohhashi
テキストボックス
B

ryds0003
折れ線

ry07ohhashi
テキストボックス
B

ryds0003
折れ線

ry07ohhashi
線

ry07ohhashi
線

ry07ohhashi
テキストボックス
wrench

ry07ohhashi
テキストボックス
< Correct >

ry07ohhashi
テキストボックス
B

ryds0003
折れ線

ry07ohhashi
線

ry07ohhashi
線

ry07ohhashi
線

ry07ohhashi
テキストボックス
wrench

ry07ohhashi
テキストボックス
< Correct >

ry07ohhashi
テキストボックス
B

ryds0003
折れ線

ry07ohhashi
テキストボックス
B

ryds0003
折れ線

ry07ohhashi
線

ry07ohhashi
線

ry07ohhashi
線

ry07ohhashi
線

ry07ohhashi
線

ry07ohhashi
線

ry07ohhashi
線

ry07ohhashi
線

ry07ohhashi
線

ry07ohhashi
線

ry07ohhashi
線

ry07ohhashi
線

ry07ohhashi
線

ry07ohhashi
線


Attached sheet 3  (3/3) |

1. Move the stabilizer link ball joint stud back and 3. When the measured value stays within the
forth for several times, install the stud with nut, standard range, if there is any looseness or gritty
and measure the stabilizer link ball joint rotation feeling, it is judged as unusable and replaced.
starting torque using special tool preload socket
(MB990326). STABILIZER LINK BALL JOINT DUST COVER
Standard value: 0.3 - 2.9 N-m CHECK
(Refer to)

2. When the measured value exceeds the standard
range, replace the stabilizer link (Refer to).
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