
PURPOSE : ADDITION ISSUE NO. : MSB-16EXL31_42_54-001 DATE : 2016-04-28 

SUBJECT : Additions of the caution statements regarding the system select 
screen in M.U.T-ⅠⅠⅠdue to the specification change in ETACS 

<DESTINATION/MODEL> 
(As per attached sheet 2) 

<M/Y> 
As shown 
below : 

GROUP  : Gr:31(Wheel/Tire) / Gr:42(Body) / Gr:54(Chassis electrical) 

1. Description :

Please refer to the attached document for the information about the additions in the applicable
service manual.

2. Affected service manuals :

Please refer to the attached document (Attached sheet 2)

3. About the details :
Please refer to the attached document (Attached sheets 5-7)

4. Timing of implementation :

<For overseas market(Except vehicles for MMNA)> 
Applicable manual Applicable 

model year 
DELICA D:5（CV#）, LANCER/LANCER EX（CY#）, 
LANCER SPORTBACK（CX#）, 
OUTLANDER PHEV （ GG# ） , ASX/OUTLANDER 
SPORT（GA#） 

Initial launch 
- 16MY 

OUTLANDER（CW#） 
Initial launch 
- 12MY 

OUTLANDER（GF#） 
Initial launch 
– 16.5MY

LANCER EVOLUTION（CZ#） 
Initial launch 
- 15MY 
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Applicable manual Contents 

DELICA D:5（CV#）, LANCER/LANCER EX（CY#）, LANCER SPORTBACK（CX#）,  

OUTLANDER（CW#）, LANCER EVOLUTION（CZ#）, ASX/OUTLANDER SPORT（GA#） 

Attached sheet 5 

OUTLANDER（GF#）, 

OUTLANDER PHEV（GG#） 

Only 14.5MY - 16MY for Europe and Russia Attached sheet 5, 6, 7

Except 14.5MY - 16MY for Europe and Russia Attached sheet 5, 7 

 

Attached sheet 2 
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ETACS
CHASSIS ELECTRICAL

ETACS
DIAGNOSIS FUNCTION

M1545001000418

HOW TO READ DIAGNOSIS CODE
Refer to GROUP 00 − How to use troubleshoot-
ing/Inspecrion service point −Diagnosis function .

HOW TO ERASE DIAGNOSIS CODE
Refer to GROUP 00 − How to use troubleshoot-
ing/inspection service points − Diagnosis function .

Precautions on system select screen
Before using the diagnosis function for ETACS, 
observe the steps below on "System Select" screen:

1. Select "ETACS."

CAUTION
When you select a wrong item, you cannot obtain 
a proper result. A part number (laser marking) 
must be visible in the area shown on the 
ETACS-ECU.

2. When you activate "ETACS" in "loading Option 
Setup", you can select "Can see P/N on ECU 
body" or "Can’t see P/N on ECU body." If the laser 
marking is visible, select "Can see P/N on ECU 
body." If not, select "Can’t see P/N on ECU body."

3. Confirm with the OK button to proceed to a 
diagnosis function screen.

ACG02037

ACG00977AC

Laser Marking

ACG02038ABOK button
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r00394matsuura
テキストボックス
Attached sheet 5 (1/2)

ryds0300
長方形

ryds0400
テキストボックス
<Added>

ryds0300
長方形

ryds0400
テキストボックス
<Added>



LOCAL INTERCONNECT NETWORK (LIN) DIAGNOSIS
LOCAL INTERCONNECT NETWORK (LIN)

LOCAL INTERCONNECT NETWORK (LIN) DIAGNOSIS
DIAGNOSIS FUNCTION

M1545104200184

HOW TO READ DIAGNOSIS CODE
Refer to GROUP 00 − How to use troubleshoot-
ing/Inspecrion service point −Diagnosis function .

HOW TO ERASE DIAGNOSIS CODE
Refer to GROUP 00 − How to use troubleshoot-
ing/inspection service points − Diagnosis function .

Precautions on system select screen
Before using the diagnosis function for LIN, observe 
the steps below on "System Select" screen:

1. Select "LIN."

CAUTION
When you select a wrong item, you cannot obtain 
a proper result.  
A part number (laser marking) must be visible in 
the area shown on the ETACS-ECU.

2. When you activate "LIN" in "loading Option 
Setup", you can select "Can see P/N on ECU 
body" or "Can’t see P/N on ECU body." If the laser 
marking is visible, select "Can see P/N on ECU 
body." If not, select "Can’t see P/N on ECU body."

3. Confirm with the OK button to proceed to a 
diagnosis function screen.

ACG02040

ACG00977AC

Laser Marking

ACG02041 ABOK button

MSB-16EXL31_42_54-001(16AL003) 4

r00394matsuura
テキストボックス
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ryds0300
長方形

ryds0400
テキストボックス
<Added>

ryds0300
長方形

ryds0400
テキストボックス
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TYRE PRESSURE MONITORING SYSTEM (TPMS) DIAGNOSIS
WHEEL AND TYRE

TYRE PRESSURE MONITORING SYSTEM (TPMS) 
DIAGNOSIS

DIAGNOSIS FUNCTION
M1311002600179

HOW TO READ DIAGNOSIS CODE
Refer to GROUP 00 − Diagnosis function .

HOW TO ERASE DIAGNOSIS CODE
Refer to GROUP 00 − Diagnosis function .

Precautions on system select screen
Before using the diagnosis function for TPMS, 
observe the steps below on "System Select" screen:

1. Select "TPMS."

CAUTION
When you select a wrong item, you cannot obtain 
a proper result. A part number (laser marking) 
must be visible in the area shown on the 
ETACS-ECU.

2. When you activate "TPMS" in "loading option", 
you can select "w/o KOS(Can see P/N)" or "w/o 
KOS(Cannot see P/N)." If the laser marking is 
visible, select "w/o KOS(Can see P/N)." If not, 
select "w/o KOS(Cannot see P/N)."

3. Confirm with the OK button to proceed to a 
diagnosis function screen.

ACG01784

ACG00977AC

Laser Marking

ACG02049ABOK button
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テキストボックス
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ryds0300
長方形

ryds0400
テキストボックス
<Added>

ryds0300
長方形

ryds0400
テキストボックス
<Added>



KEYLESS ENTRY SYSTEM <Vehicles without keyless operation system>
BODY
KEYLESS ENTRY SYSTEM <Vehicles without keyless 
operation system>

DIAGNOSIS FUNCTION
M1428001600023

HOW TO READ DIAGNOSIS CODE
Refer to GROUP 00 − How to use troubleshoot-
ing/Inspecrion service point −Diagnosis function .

HOW TO ERASE DIAGNOSIS CODE
Refer to GROUP 00 − How to use troubleshoot-
ing/inspection service points − Diagnosis function .

Precautions on system select screen
Before using the diagnosis function for the keyless 
entry system, observe the steps below on "System 
Select" screen:

1. Select "KOS/IMMO/Keyless."

CAUTION
When you select a wrong item, you cannot obtain 
a proper result.  
A part number (laser marking) must be visible in 
the area shown on the ETACS-ECU.

2. When you activate "KOS/IMMO/Keyless" in 
"loading Option Setup", you can select 
"Keyless(Can see P/N)" or "Keyless(Cannot see 
P/N)." If the laser marking is visible, select 
"Keyless(Can see P/N)." If not, select 
"Keyless(Cannot see P/N)."

3. Confirm with the OK button to proceed to a 
diagnosis function screen.

ACG02022

ACG00977AC

Laser Marking

ACG02023ABOK button
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テキストボックス
Attached sheet 7 (1/2)

ryds0300
長方形

ryds0400
テキストボックス
<Added>

ryds0300
長方形

ryds0400
テキストボックス
<Added>



IMMOBILIZER SYSTEM <Vehicles without KOS>
CHASSIS ELECTRICAL
IMMOBILIZER SYSTEM <Vehicles without KOS>
DIAGNOSIS FUNCTION

M1541100500277

HOW TO READ DIAGNOSIS CODE
Refer to GROUP 00 − How to use troubleshoot-
ing/Inspecrion service point −Diagnosis function .

HOW TO ERASE DIAGNOSIS CODE
Refer to GROUP 00 − How to use troubleshoot-
ing/inspection service points − Diagnosis function .

Precautions on system select screen
Before using the diagnosis function for the immobi-
lizer system, observe the steps below on "System 
Select" screen:

1. Select "KOS/IMMO/Keyless."

CAUTION
When you select a wrong item, you cannot obtain 
a proper result. 
 A part number (laser marking) must be visible in 
the area shown on the ETACS-ECU.

2. When you activate "KOS/IMMO/Keyless" in 
"loading Option Setup", you can select 
"Keyless(Can see P/N)" or "Keyless(Cannot see 
P/N)." If the laser marking is visible, select 
"Keyless(Can see P/N)." If not, select 
"Keyless(Cannot see P/N)."

3. Confirm with the OK button to proceed to a 
diagnosis function screen.

ACG02022

ACG00977AC

Laser Marking

ACG02023ABOK button
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r00394matsuura
テキストボックス
Attached sheet 7 (2/2)

ryds0300
長方形

ryds0400
テキストボックス
<Added>

ryds0300
長方形

ryds0400
テキストボックス
<Added>
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