
 

                                 

PURPOSE : CORRECTIONS ISSUE NO. : MSB-16EXML00-501A DATE : 2016-09-08 

SUBJECT : Errors in writing of the precautions about service vehicle   
washing distance and jet pressure of the jet nozzle 

<DESTINATION/MODEL> 
(As per attached sheet 1) 

<M/Y>  

ALL 

GROUP  : Gr:00(General)  

1. Description : 

Please refer to the attached document for the corrections of the errors in writing in the applicable 
service manuals.  
 

2. Affected service manuals :  
Please refer to the attached document (Attached sheet 1) 
※All model years of the applicable vehicles are applied to this service bulletin. 

3. About the details : 

Please refer to the attached document (Attached sheets 3-4) 
For overseas markets except for MMNA : Attached sheet 3 
For MMNA/USTP/MEXICO : Attached sheet 4  
 

Revision history 

  MSB No. Issued Date 

    Original ━ ━ 

Revision  A MSB-16EXML00-501A 2016/9/8 ※This time 

※This MSB starts from A version "MSB-16EXML00-501A", and there is no original version. 
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For overseas market 
<EU/RUSSIA> 

Car model Applicable manual Contents 

i-MiEV (HA3W, HA4W, HA4V） Workshop Manual GROPE 00:Precautions before 
service-Vehicle washing 

Attached 
sheet 3 MIRAGE/SPACE STAR (A03A, A05A) 

ATTRAGE (A13A) 

ASX/OUTLANDER SPOR  
(GA1W, GA2W, GA3W, GA6W, GA7W, GA8W) 

OUTLANDER 
(GF2W, GF3W, GF6W, GF7W, GF8W, GF6V) 

OUTLANDER PHEV (GG2W) 

TRAITON (KK1T, KK2T, KK3T, KK4T KL1T, KL2T) 

 

<GENERAL EXPORT/GCC/AUSTRALIA/NEW ZEALAND> 

Car model Applicable manual Contents 

i-MiEV (HA3W, HA4W） Workshop Manual GROUP 00:Precautions before 
service-Vehicle washing 

Attached 
sheet 3 MIRAGE/SPACE STAR (A03A, A05A) 

ATTRAGE (A13A) 

ASX/OUTLANDER SPORT 
(GA1W, GA2W, GA3W, GA6W) 

OUTLANDER 
(GF2W, GF3W, GF4W, GF6W, GF7W, GF8W) 

OUTLANDER PHEV (GG2W) 

L200/L200 SPORTERO/TRITON 
(KJ3T, KJ4T, KK1T, KK3T, KK4T, KL1T, KL3T, KL4T) 

PAJERO SPORT/MONTERO SPORT 
(KR1W, KR3W, KR5W, KS1W, KS3W, KS5W ) 

 

<THAILAND/ASEAN> 

Car model Applicable manual Contents 

MIRAGE (A03A) Workshop Manual GROUP 00:Precautions before 
service-Vehicle washing 

Attached 
sheet 3 ATTRAGE/MIRAGE G4 (A13A) 

TRAITON (KJ3T, KJ4T, KK1T, KL1T, KL3T) 

PAJERO SPORT 
(KR1W, KR4W, KR5W, KS1W ) 

 

 

<MMNA/MEXICO> 

Car model Applicable manual Contents 

i-MiEV (HA3W, HA4W） Service Manual GROUP 00:Precautions before 
service-Vehicle washing 

Attached 
sheet 4 ASX/OUTLANDER SPORT/RVR (GA2W,GA5W) 

OUTLANDER (GF4W, GF8W) 

MIRAGE (A03A) 

MIRAGE G4 (A13A) 

 

Attached sheet 1
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VEHICLE WASHING

If high-pressure car-washing equipment or steam car-washing 
equipment is used to wash the vehicle, be sure to note the 
following information in order to avoid damage to plastic 
components, etc.
 Spray nozzle distance: Approx. 40 cm or more
 Spray pressure: 3,900 kPa or less
 Spray temperature: 82C or less
 Time of concentrated spray to one point: within 30 sec.

AC300832AC

Approximately
 40 cm or more
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VEHICLE WASHING
M1001012000864

1. If high-pressure car-washing equipment or steam
car-washing equipment is used to wash the vehi-
cle, be sure to maintain the spray nozzle at a dis-
tance of at least approximately 40 cm (16 inches)
from any plastic parts and all opening parts
(doors, luggage compartment, etc.).

2. If high-pressure car-washing equipment or steam
car-washing equipment is used to wash the vehi-
cle, be sure to observe the following instructions
to prevent damages to the plastic parts.
 Spray nozzle distance: Approximately 40 cm

(16 inches) or more
 Spray pressure: 3,900 kPa (566 psi) or less
 Spray temperature: 82C (180F) or less
 Time of intensive spraying to one point: Within

30 seconds

ACX00881AJ

Approximately
40 cm (16 in) or more
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