
 

PURPOSE : Addition ISSUE NO. : MSB-17EXML54-002A DATE : 2017-04-27 

SUBJECT : Additional information about the replacement procedure of new  
ETACS-ECU to the vehicle equipped with the old ETACS-ECU 

<DESTINATION/MODEL> 
As shown in attached 
sheet 1 

<M/Y>  

06-10 

GROUP  : Gr:54(CHASSIS ELECTRICAL) 
OUTLANDER(CW0W)/LANCER(CY0A)/ 
LANCER SPORTBACK(CX0A)/LANCER 
EVO(CZ4A)/DELICA D5(CV0W) 

1. Description : 

Please refer to the attached document for the information about the replacement procedure of  
new ETACS-ECU to the vehicles equipped with the old ETACS-ECU since the service parts of  
new ETACS-ECU are set for the vehicles. Also, the application range of the service parts of  
new ETACS-ECU are from 06MY to 10MY of the related vehicles. 

2. Affected service manuals : 

Please refer to the attached document (Attached sheet 1) 
※The word “DRAFT” is described for the workshop manual whose local publication number of 

each distributor is not known in MMC. 
 

3. About the details : 
Please refer to the attached document (Attached sheets 3-5) - Revision <A> 
 
＜For overseas market(Except vehicles for MMNA)＞ 

Applicable manual Contents 

OUTLANDER 

Attached sheet 3 
LANCER/LANCER EX 

LANCER SPORTBACK 

LANCER EVOLUTION 

DELICA D:5 Attached sheet 4 

＜For overseas market(Vehicles for MMNA)＞ 

Applicable manual Contents 

OUTLANDER 

Attached sheet 5 LANCER/LANCER SPORTBACK 

LANCER EVOLUTION 

 
Revision history 

 MSB No. Issued Date  

Original MSB-17EXML54-002 Not issued  

Revision A MSB-17EXML54-002A 2017/5/26 ※This time 
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For overseas market (Except vehicles for MMNA) 
EU/RUSSIA 
Applicable manual Pub. No. Contents 
2007 OUTLANDER 
Workshop Manual 

CGXE07E1-CD (ENG)
CGXS07E1-CD (SPA) 
CGXF07E1-CD (FRE) 
CGXG07E1-CD (GER) 

Attached sheet 3

2008 OUTLANDER 
Workshop Manual 

CGXE08E2-CD (ENG)
CGXS08E2-CD (SPA) 
CGXF08E2-CD (FRE) 
CGXG08E2-CD (GER) 

2009 OUTLANDER 
Workshop Manual 

CGXE09E1-CD (ENG)
CGXS09E1-CD (SPA) 
CGXF09E1-CD (FRE) 
CGXG09E1-CD (GER) 
CGXI09E1-CD (ITA) 

2009 OUTLANDER 
Workshop Manual 

CGXE09E2-CD (ENG)
CGXS09E2-CD (SPA) 
CGXF09E2-CD (FRE) 
CGXG09E2-CD (GER) 
CGXI09E2-CD (ITA) 

2010 OUTLANDER 
Workshop Manual 

CGXE10E1-CD (ENG)
CGXS10E1-CD (SPA) 
CGXF10E1-CD (FRE) 
CGXG10E1-CD (GER) 
CGXI10E1-CD (ITA) 

2008 LANCER 
Workshop Manual 

CG1E08E2-CD (ENG)
CG1S08E2-CD (SPA) 
CG1F08E2-CD (FRE) 
CG1G08E2-CD (GER) 

2009 LANCER 
Workshop Manual 

CG1E09E1-CD (ENG)
CG1S09E1-CD (SPA) 
CG1F09E1-CD (FRE) 
CG1G09E1-CD (GER) 
CG1I09E1-CD (ITA) 

2010 LANCER 
Workshop Manual 

CG1E10E1-CD (ENG)
CG1S10E1-CD (SPA) 
CG1F10E1-CD (FRE) 
CG1G10E1-CD (GER) 
CG1I10E1-CD (ITA) 

2009 LANCER SPORTBACK 
Workshop Manual 

CG4E09E1-CD (ENG)
CG4S09E1-CD (SPA) 
CG4F09E1-CD (FRE) 
CG4G09E1-CD (GER) 
CG4I09E1-CD (ITA) 

2010 LANCER SPORTBACK 
Workshop Manual 

CG4E10E1-CD (ENG)
CG4S10E1-CD (SPA) 
CG4F10E1-CD (FRE) 
CG4G10E1-CD (GER) 
CG4I10E1-CD (ITA) 

2008 LANCER EVOLUTION 
Workshop Manual 

DRAFT

2009 LANCER EVOLUTION 
Workshop Manual 

CGEE09E1-CD (ENG)
CGES09E1-CD (SPA) 
CGEF09E1-CD (FRE) 
CGEG09E1-CD (GER) 
CGEI09E1-CD (ITA) 

2010 LANCER EVOLUTION 
Workshop Manual 

CGEE10E1-CD (ENG)
CGES10E1-CD (SPA) 
CGEF10E1-CD (FRE) 
CGEG10E1-CD (GER) 
CGEI10E1-CD (ITA) 

 
 

Attached sheet 1 (1/3)
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For overseas market (Except vehicles for MMNA) 
GENERAL EXPORT, GCC, CHINA, BRAZIL, SOUTH AFRICA, THAILAND 
Applicable manual Pub. No. Contents 
2006 OUTLANDER 
Workshop Manual 

PWRE0503R
<GENERAL EXPORT> 

Attached sheet 3

2007 OUTLANDER 
Workshop Manual 

PWRE0607R
<GENERAL EXPORT>,<BRAZIL> 
DRAFT <SOUTH AFRICA>,<CHINA> 

2008 OUTLANDER 
Workshop Manual 

PWRE0707R (ENG)
<GENERAL 
EXPORT>,<BRAZIL> ,<GCC> 
PWRS0708R (SPA) 
PWRE0712R <GENERAL EXPORT> 
DRAFT <SOUTH AFRICA> 

2009 OUTLANDER 
Workshop Manual 

PWRE0810R (ENG)
<GENERAL EXPORT>,<BRAZIL>, 
<GCC> 
PWRS0811R (SPA) 
MSB-08X00-015 <HONG KONG> 
DRAFT <SOUTH AFRICA>, <CHINA> 

2010 OUTLANDER 
Workshop Manual 

PWRE0906R (ENG)
<GENERAL EXPORT>,<BRAZIL>, 
<GCC> 
PWRS0907R (SPA) 
DRAFT <SOUTH AFRICA>, <CHINA> 

2008 LANCER/LANCER 
EX 
Workshop Manual 

PWME0701R (ENG)
<GENERAL EXPORT>, <GCC> 
PWMS0702R (SPA) 
DRAFT <SOUTH AFRICA> 

2009 LANCER/LANCER 
EX 
Workshop Manual 

PWME0802R (ENG)
<GENERAL EXPORT>, <GCC> 
PWMS0803R (SPA) 
DRAFT <SOUTH AFRICA>, <CHINA> 

2010 LANCER/LANCER 
EX 
Workshop Manual 

PWME0901R (ENG)
<GENERAL EXPORT>, <GCC> 
PWMS0902R (SPA) 
DRAFT <SOUTH AFRICA>, <CHINA>, 
<THAILAND> 

2009 LANCER 
EVOLUTION 
Workshop Manual 

PWSE0801R
<GENERAL EXPORT>, <GCC> 
PWSE0801R-A 
<GENERAL EXPORT>, <GCC> 
DRAFT <CHINA> 

2010 LANCER 
EVOLUTION 
Workshop Manual 

PWSE0905R
<GENERAL EXPORT>, <GCC> 
DRAFT <CHINA> 

2007 DELICA D:5 
Workshop Manual 

PWRE0711R Attached sheet 4

2009 DELICA D:5 
Workshop Manual 

PWRE0804R

2010 DELICA D:5 
Workshop Manual 

MSB-10X00-008

 
 
 
 
 
 
 
 
 
 
 
 

Attached sheet 1 (2/3) 
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For overseas market (Except vehicles for MMNA) 
AUSTRALIA/NEW ZEALAND 

Applicable manual Pub. No. Contents 

2007 OUTLANDER 
Workshop Manual 

MR936083 Attached sheet 3

2008 OUTLANDER 
Workshop Manual 

MR936474

2009 OUTLANDER 
Workshop Manual 

MR936477

2010 OUTLANDER 
Workshop Manual 

MR936925

2008 LANCER 
Workshop Manual 

MR936470

2009 LANCER 
Workshop Manual 

MR936503

2010 LANCER 
Workshop Manual 

MR936920

2009 LANCER SPORTBACK 
Workshop Manual 

MR936570

2010 LANCER SPORTBACK 
Workshop Manual 

MR936922

2009 LANCER EVOLUTION 
Workshop Manual 

MR936442

2010 LANCER EVOLUTION 
Workshop Manual 

MR936895

 
 
For overseas market (Vehicles for MMNA) 
MMNA 
Applicable manual Pub. No. Contents 

2007 Outlander 
Service Manual 

MSCD-007B-2007 Attached sheet 5

2008 Outlander 
Service Manual 

MSCD-007B-2008

2009 Outlander 
Service Manual 

MSCD-007B-2009

2010 Outlander 
Service Manual 

MSCD-007B-2010

2008 Lancer 
Service Manual 

MSCD-106B-2008

2009.5 Lancer/Lancer Ralliart 
Service Manual 

MSCD-106B-2009.5

2010 Lancer 
Service Manual 

MSCD-106B-2010

2010 Lancer Sportback 
Service Manual 

MSCD-014B-2010

2008 Lancer Evolution 
Service Manual 

MSCD-206B-2008

2010 Lancer Evolution 
Service Manual 

MSCD-206B-2010

 

Attached sheet 1 (3/3) 
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ETACS-ECU
HOW TO REPLACE THE OLD WITH THE NEW ETACS-ECU 

W
W
co
HOW TO REPLACE THE OLD WITH THE NEW ETACS-ECU 

M1545004700892

CAUTION
When replacing the ETACS-ECU, use the ETACS-ECU where the chassis number has been written 
and the coding has been completed. If diagnosis code No. B1761 (vehicle identification number not 
written) or No. B222C (coding not complete) is set in the ETACS-ECU, replace it with an ETACS-ECU 
where the correct vehicle identification number has been written and the coding has been completed.

Location of ETACS ECU connectors (comparison between new and old ETACS-ECUs) 

ACH01381

AB

R-2R-1

C-5C-4C-3

C-2
C-1

C-10

C-11C-8

C-9

C-7C-6

New

AB

Subrelay box

R-1 R-2

C-4

C-9

C-8

C-7
C-6

C-5

C-11

C-3

C-2C-1

C-10 

Old

Subrelay box

hen the ETACS-ECU is replaced, chassis number writing and coding must be performed. 
hen diagnosis code No.B1761 "Chassis No. not programmed" or No.B222C "Coding not 
mpleted" is set in the ETACS-ECU, diagnose each diagnosis code.
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ETACS-ECU
HOW TO REPLACE THE OLD WITH THE NEW ETACS-ECU 
1. Disconnect the wiring harness connectors, the
clips and the sub-relay box from the old ETACS-
ECU.

2. Remove the bolts as shown to remove the old
ETACS-ECU.

CAUTION
 Don not cut the cable tie-wrap as it may dam-

age the wires.
3. Insert a flat-tipped screwdriver into the tie-wrap

lock to release it.

Withdraw the tie-wrap strip from the lock to
remove the clip.

NOTE: Dispose of the removed clip.

4. Remove the relay from the old ETACS-ECU.

NOTE: Relay <R-1> depends on vehicle equip-
ment.

5. Install the relay, which was removed at step 4, to
the new ETACS-ECU.

NOTE: Relay <R-1> depends on vehicle equip-
ment.

6. Engage the wiring harness connector (female)
with the instrument panel sub wiring harness
(8522G675) connector (male).

ACH01361AB

ACH01362AB

ACH01340AD
OUTLANDER

ACH01364AB

Relay <R-2>Relay <R-1>

ACH01365AB

Realy <R-2>Relay <R-1>

ACH01343

Instrumentpanel 
sub harnes

AB

MSB-17EXML54-002A(17AL003A) 6
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ETACS-ECU
HOW TO REPLACE THE OLD WITH THE NEW ETACS-ECU 
7. Install the new ETACS-ECU.

8. Engage the wiring harness connector with C-3 at
the ETACS-ECU.

9. Engage the wiring harness connector with C-1 at
the ETACS-ECU.

10.Install the sub-relay box.

11.Engage the wiring harness connector with C-11 at 
the ETACS-ECU.

12.Engage the wiring harness connector with C-6 at
the ETACS-ECU.

13.Engage the instrument panel sub wiring harness
connector (female) with C-10 at the ETACS-ECU.

14.Engage the wiring harness connector with C-8 at
the ETACS-ECU.

ACH01344AB

4.0 ± 0.2 N・m

ACH01345AB

C-3

ACH01346AB

C-1

ACH01370AB

Subrelay box

ACH01371AB

C-11

ACH01372AB

C-6

ACH01373AB
C-10

Instrument panel 
sub harnes

ACH01374AB

C-8

MSB-17EXML54-002A(17AL003A) 7
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ETACS-ECU
HOW TO REPLACE THE OLD WITH THE NEW ETACS-ECU 
15.Engage the wiring harness connector with C-9 at 
the ETACS-ECU.

16.Engage the wiring harness connector with C-4 at 
the ETACS-ECU.

CAUTION
The wiring harness connector, which is con-
nected to C-7 at the ETACS-ECU, should be 
routed behind the instrument panel sub wiring 
harness.
17.Engage the wiring harness connector with C-7.

CAUTION
The wiring harness connector, which is con-
nected to C-5 at the ETACS-ECU, should be 
routed behind the instrument panel sub wiring 
harness.
18.Engage the wiring harness connector with C-5 at

the ETACS-ECU.

CAUTION
The wiring harness connector, which is con-
nected to C-2 at the ETACS-ECU, should be 
routed behind the instrument panel sub wiring 
harness.
19.Engage the wiring harness connector with C-2 at

the ETACS-ECU.

20.Locate the wiring harness and the pair of the
instrument panel sub wiring harness so that they
does not interfere with the edge of the bracket.
Then secure them with the cable tie-wrap
(MB249340).

ACH01375AB

C-9

ACH01376

C-4

AB

ACH01377

C-7

AB

Instrument panel 
subharnes

ACH01378

C-5

AB

Instrumentpanel 
sub harnes

ACH01379AB

C-2

Instrumentpanel 
sub harnes

ACH01380

Band cable

AB

MSB-17EXML54-002A(17AL003A) 8
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ETACS-ECU
HOW TO REPLACE THE OLD WITH THE NEW ETACS-ECU 

W
W
c

HOW TO REPLACE THE OLD WITH THE NEW ETACS-ECU 

M1545004700900

CAUTION
When replacing the ETACS-ECU, use the ETACS-ECU where the chassis number has been written 
and the coding has been completed. If diagnosis code No. B1761 (vehicle identification number not 
written) or No. B222C (coding not complete) is set in the ETACS-ECU, replace it with an ETACS-ECU 
where the correct vehicle identification number has been written and the coding has been completed.

Location of ETACS ECU connectors (comparison between new and old ETACS-ECUs)

ACH01381

R-2R-1

C-5C-4C-3

C-2
C-1

C-10

C-11C-8

C-9

C-7C-6

New

AB

Subrelay box

R-1 R-2

C-4

C-9

C-8

C-7
C-6

C-5

C-11

C-3

C-2C-1

C-10 

Old

Subrelay box

hen the ETACS-ECU is replaced, chassis number writing and coding must be performed. 
hen diagnosis code No.B1761 "Chassis No. not programmed" or No.B222C "Coding not 

ompleted" is set in the ETACS-ECU, diagnose each diagnosis code.
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ETACS-ECU
HOW TO REPLACE THE OLD WITH THE NEW ETACS-ECU 
CAUTION
Remove the two sub-relay boxes as an assembly 
(do not separate them).
1. Disconnect the wiring harness connectors, the

clips and the sub-relay box from the old ETACS-
ECU.

2. Remove the bolts as shown to remove the old
ETACS-ECU.

CAUTION
 Don not cut the cable tie-wrap as it may dam-

age the wires.
3. Insert a flat-tipped screwdriver into the tie-wrap

lock to release it.

Withdraw the tie-wrap strip from the lock to
remove the clip.

NOTE: Dispose of the removed clip.

4. Remove the relay from the old ETACS-ECU.

5. Install the relay, which was removed at step 4, to
the new ETACS-ECU.

6. Engage the wiring harness connector (female)
with the instrument panel sub wiring harness
(8522G675) connector (male).

7. Install the new ETACS-ECU.

ACH01338

Subrelay box

AB

ACH01339AB

ACH01340AB

ACH01341

Relay <R-2>

AB

ACH01342

Relay <R-2>

AB

ACH01343

Instrument panel 
sub harnes

AB

ACH01344AB

4.0 ± 0.2 N・m

MSB-17EXML54-002A(17AL003A) 10
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ETACS-ECU
HOW TO REPLACE THE OLD WITH THE NEW ETACS-ECU 
8. Engage the wiring harness connector with C-3 at
the ETACS-ECU.

9. Engage the wiring harness connector with C-1 at
the ETACS-ECU.

10.Install the sub-relay box.

11.Engage the wiring harness connector with C-11 at 
the ETACS-ECU.

12.Engage the floor sub wiring harness (8510A164)
connector (female) with C-9 at the ETACS-ECU.

13.Engage the wiring harness connector with C-6 at
the ETACS-ECU.

CAUTION
The instrument panels sub wiring harness 
should be routed outside of the vehicle from the 
wires, which was engaged with C-6 at the ETACS-
ECU.
14.Engage the instrument panel sub wiring harness

connector (female) with C-10 at the ETACS-ECU.

ACH01345AB

C-3

ACH01346AB

C-1

ACH01347

Subrelay box

AB

ACH01348

C-11

AB

ACH01349

C-9

AB

ACH01350

C-6

AB

ACH01351

C-10

AB

Instrument panel 
sub harness

MSB-17EXML54-002A(17AL003A) 11

ry09takemoto
テキストボックス
Attached sheet 4 (3/5)



ETACS-ECU
HOW TO REPLACE THE OLD WITH THE NEW ETACS-ECU 
15.Engage the wiring harness connector with C-8 at 
the ETACS-ECU.

16.Lift the floor sub wiring harness to engage the 
connector with C-4 at the ETACS-ECU.

CAUTION
The wiring harness connector, which is con-
nected to C-7 at the ETACS-ECU, should be 
routed behind the instrument panel sub wiring 
harness.
17.Lift the floor sub wiring harness to engage the 

connector with C-7 at the ETACS-ECU.

CAUTION
The wiring harness connector, which is con-
nected to C-5 at the ETACS-ECU, should be 
routed behind the instrument panel sub wiring 
harness.
18.Lift the floor sub wiring harness to engage the

connector with C-5 at the ETACS-ECU.

CAUTION
The wiring harness connector, which is con-
nected to C-2 at the ETACS-ECU, should be 
routed behind the instrument panel sub wiring 
harness.
19.Lift the floor sub wiring harness to engage the

connector with C-2 at the ETACS-ECU.

20.Engage the wiring harness connector (female)
with the floor sub sub wiring harness connector
(male).

NOTE: Make sure that the wiring harness does
not interfere with the edge of the bracket.

ACH01352

C-8

AB

ACH01353

C-4

AB

Floor sub harness

ACH01354

C-7

AB

Instrument panel 
sub harness

Floor sub harness

ACH01355AB

C-5

Floor sub harness

Instrument panel 
sub harness

ACH01356AB

Floor sub harness

C-2 

Instrumentpanel sub 

harness

ACH01357AB

Floor sub harness

MSB-17EXML54-002A(17AL003A) 12
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ETACS-ECU
HOW TO REPLACE THE OLD WITH THE NEW ETACS-ECU 
21.Secure the pair of wiring harness with the cable 
tie-wrap (MB249338).

CAUTION
Do not secure the wiring harness, which was 
connected to C-6, with a cable tie-wrap. If yes, 
the wiring harness will be strained.
22.Locate the wiring harness and the pair of the sub

wiring harness so that they does not interfere with
the edge of the bracket. Then secure them with
the cable tie-wrap (MB249340).

Correctly routed wiring harness

ACH01358

Band cable

AB

ACH01359AB

Band cable

ACH01360     

Front sub harness

AB

Instrument panel 
sub harness

MSB-17EXML54-002A(17AL003A) 13
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HOW TO REPLACE THE OLD WITH THE NEW ETACS-ECU
ETACS-ECU
HOW TO REPLACE THE OLD WITH THE NEW ETACS-ECU 
CAUTION

When replacing the ETACS-ECU, use the ETACS-ECU where the chassis number has been written 
and the coding has been completed. If diagnosis code No. B1761 (vehicle identification number not 
written) or No. B222C (coding not complete) is set in the ETACS-ECU, replace it with an ETACS-ECU 
where the correct vehicle identification number has been written and the coding has been completed.

Location of ETACS ECU connectors (comparison between new and old ETACS-ECUs)

1. Disconnect the wiring harness connectors, the
clips and the sub-relay box from the old ETACS-
ECU.

2. Remove the bolts as shown to remove the old
ETACS-ECU.

ACH01381

R-2R-1

C-5C-4C-3

C-2
C-1

C-10

C-11C-8

C-9

C-7C-6

New

AB

Subrelay box

ACH01361AB ACH01362AB

R-1 R-2

C-4

C-9

C-8

C-7
C-6

C-5

C-11

C-3

C-2C-1

C-10 

Old

Subrelay box
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HOW TO REPLACE THE OLD WITH THE NEW ETACS-ECU
ETACS-ECU
CAUTION
 Don not cut the cable tie-wrap as it may dam-

age the wires.
3. Insert a flat-tipped screwdriver into the tie-wrap

lock to release it.

Withdraw the tie-wrap strip from the lock to
remove the clip.

NOTE: Dispose of the removed clip.

4. Remove the relay from the old ETACS-ECU.

NOTE: Relay <R-1> depends on vehicle equip-
ment.

5. Install the relay, which was removed at step 4, to
the new ETACS-ECU.

NOTE: Relay <R-1> depends on vehicle equip-
ment.

6. Engage the wiring harness connector (female)
with the instrument panel sub wiring harness
(8522G675) connector (male).

7. Install the new ETACS-ECU.

8. Engage the wiring harness connector with C-3 at
the ETACS-ECU.

9. Engage the wiring harness connector with C-1 at
the ETACS-ECU.

ACH01340AC
OUTLANDER

ACH01364AB

Relay<R-2>Relay<R-1>

ACH01365AB

Realy<R-2>Relay<R-1>

ACH01343

Instrument panel 
sub harness

AD

ACH01344AC

4.0 ± 0.2 N・m
36 ± 17 in-lb

ACH01345AC

C-3

ACH01346AB

C-1

MSB-17EXML54-002A(17AL003A) 15
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HOW TO REPLACE THE OLD WITH THE NEW ETACS-ECU
ETACS-ECU
10.Install the sub-relay box.

11.Engage the wiring harness connector with C-11 at 
the ETACS-ECU.

12.Engage the wiring harness connector with C-6 at 
the ETACS-ECU.

13.Engage the instrument panel sub wiring harness
connector (female) with C-10 at the ETACS-ECU.

14.Engage the wiring harness connector with C-8 at
the ETACS-ECU.

15.Engage the wiring harness connector with C-9 at
the ETACS-ECU.

16.Engage the wiring harness connector with C-4 at
the ETACS-ECU.

ACH01370AB

Subrelay box

ACH01371AB

C-11

ACH01372AB

C-6

ACH01373AB
C-10

Instrument panel 
sub harness

ACH01374AB

C-8

ACH01375AB

C-9

ACH01376

C-4

AB

MSB-17EXML54-002A(17AL003A) 16
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HOW TO REPLACE THE OLD WITH THE NEW ETACS-ECU
ETACS-ECU
CAUTION
The wiring harness connector, which is con-
nected to C-7 at the ETACS-ECU, should be 
routed behind the instrument panel sub wiring 
harness.
17.Engage the wiring harness connector with C-7.

CAUTION
The wiring harness connector, which is con-
nected to C-5 at the ETACS-ECU, should be 
routed behind the instrument panel sub wiring 
harness.
18.Engage the wiring harness connector with C-5 at 

the ETACS-ECU.

CAUTION
The wiring harness connector, which is con-
nected to C-2 at the ETACS-ECU, should be 
routed behind the instrument panel sub wiring 
harness.
19.Engage the wiring harness connector with C-2 at

the ETACS-ECU.

20.Locate the wiring harness and the pair of the
instrument panel sub wiring harness so that they
does not interfere with the edge of the bracket.
Then secure them with the cable tie-wrap
(MB249340).

ACH01377

C-7

AB

Instrument panel 
sub harness

ACH01378

C-5

AB

Instrument panel 
sub harness

ACH01379AB

C-2

Instrument panel 
sub harness

ACH01380

Band cable

AB
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