
PURPOSE : Correction ISSUE NO. : MSB-19EXL13-502 DATE : 2019-09-18 

SUBJECT : Correction the key points of installing procedure 
about Fuel Injector assy for 4N1 Engine 

<DESTINATION/MODEL> 
(EU/RUSSIA/G.EXP/BRAZIL/NEW ZEALAND/ 
SOUTH AFRICA/THAILAND/MMAL/BRAZIL KD/ 
INDONESIA KD/RUSSIA KD/PEUGEOT/CITROEN)

<M/Y> 

11-20

GROUP  : Gr:13 (FUEL, DIESEL FUEL <4N1>)

LANCER(CY0A)/LANCER SPORTBACK(CX0A)/ 
OUTLANDER(CW0W/GF0W)/ASX(GA0W)/L200/L200 
SPORTERO/TRITON/STRADA(KJ0T/KK0T/KL0T)/PAJERO 
SPORT/MONTERO SPORT(KG0W/KH0W/KR0W/KS0W)/ 
4008/C4 AIR CROSS(CITROEN) 

1. Description :

Please refer to the attached documents for correction the description in the applicable service
manual.

2. Affected service manuals :
Please refer to the attached documents (Attached sheet 1)

※The word “DRAFT” is described for the workshop manual whose local publication number of
each distributor is not known in MMC.

3. About the details :

Please refer to the attached documents (Attached sheet 3-5)
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<EU> 
OUTLANDER 
Applicable manual Pub. No. Applicable title (INFO-ID/SIE No.) Content 

2011 
OUTLANDER 
Workshop Manual 

CGXE11E1-CD (English) 
CGXF11E1-CD (French) 
CGXG11E1-CD (German) 
CGXS11E1-CD (Spanish) 

FUEL INJECTOR REMOVAL AND INSTALLATION 
(M133-00-940-27700-01) 

Attached 
sheet 5 

2012 
OUTLANDER 
Workshop Manual 

CGXE12E1-CD (English) 
CGXF12E1-CD (French) 
CGXG12E1-CD (German) 
CGXS12E1-CD (Spanish) 

2013 
OUTLANDER 
Workshop Manual 

CGFE13E1-CD (English) 
CGFF13E1-CD (French) 
CGFG13E1-CD (German) 
CGFS13E1-CD (Spanish) 
CGFI13E1-CD (Italian) 

FUEL INJECTOR REMOVAL AND INSTALLATION 
(M133-00-940-31800-01) 

2014 
OUTLANDER/ 
OUTLANDER PHEV 
Workshop Manual 

CGFE14E2-CD (English) 
CGFF14E2-CD (French) 
CGFG14E2-CD (German) 
CGFS14E2-CD (Spanish) 
CGFI14E2-CD (Italian) 

2014.5 
OUTLANDER/ 
OUTLANDER PHEV 
Workshop Manual 

CGFE14E3-CD (English) 
CGFF14E3-CD (French) 
CGFG14E3-CD (German) 
CGFS14E3-CD (Spanish) 
CGFI14E3-CD (Italian) 

2016 
OUTLANDER/ 
OUTLANDER PHEV 
Workshop Manual 

CGFE16E1-CD (English) 
CGFF16E1-CD (French) 
CGFG16E1-CD (German) 
CGFS16E1-CD (Spanish) 
CGFI16E1-CD (Italian) 

FUEL INJECTOR REMOVAL AND INSTALLATION 
(M133-00-940-43700-01) 

2017 
OUTLANDER 
Workshop Manual 

CGFE17E1-CD (English) 
CGFF17E1-CD (French) 
CGFG17E1-CD (German) 
CGFS17E1-CD (Spanish) 
CGFI17E1-CD (Italian) 

LANCER / LANCER SPORTBACK 
Applicable manual Pub. No. Applicable title (INFO-ID/SIE No.) Content 

2011 
LANCER/ 
LANCER SPORTBACK 
Workshop Manual 

CG1E11E1-CD (English) 
CG1F11E1-CD (French) 
CG1G11E1-CD (German) 
CG1S11E1-CD (Spanish) 
CG1I11E1-CD (Italian) 

FUEL INJECTOR REMOVAL AND INSTALLATION 
(M133-00-940-25500-01) 

Attached 
sheet 5 

2012 
LANCER/ 
LANCER SPORTBACK 
Workshop Manual 

CGSE12E1-CD (English) 
CGSF12E1-CD (French) 
CGSG12E1-CD (German) 
CGSS12E1-CD (Spanish) 
CGSI12E1-CD (Italian) 

2013 
LANCER/ 
LANCER SPORTBACK 
Workshop Manual 

CCAE13E1-CD (English) 
CCAF13E1-CD (French) 
CCAG13E1-CD (German) 
CCAS13E1-CD (Spanish) 
CCAI13E1-CD (Italian) 

FUEL INJECTOR REMOVAL AND INSTALLATION 
(M133-00-940-33000-01) 

2015 
LANCER/ 
LANCER SPORTBACK 
Workshop Manual 

CCAE15E1-CD (English) 
CCAF15E1-CD (French) 
CCAG15E1-CD (German) 
CCAS15E1-CD (Spanish) 
CCAI15E1-CD (Italian) 

Attached sheet 1 (1/7) 
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<EU> 
ASX / 4008 (PEUGEOT) / C4 AIR CROSS (CITROEN) 
Applicable manual Pub. No. Applicable title (INFO-ID/SIE No.) Content 

2011 
ASX 
Workshop Manual 

CGWE11E2-CD (English) 
CGWF11E2-CD (French) 
CGWG11E2-CD (German) 
CGWS11E2-CD (Spanish) 
CGWI11E2-CD (Italian) 

FUEL INJECTOR REMOVAL AND INSTALLATION 
(M133-00-940-21100-01) 

Attached 
sheet 5 

2012 
ASX 
Workshop Manual 

*1

CGWE12E1-CD (English) 
CGWF12E1-CD (French) 
CGWG12E1-CD (German) 
CGWS12E1-CD (Spanish) 
CGWI12E1-CD (Italian) 

FUEL INJECTOR REMOVAL AND INSTALLATION 
(M133-00-940-21101-01) 

2013 
ASX 
Workshop Manual 

CGAE13E2-CD (English) 
CGAF13E2-CD (French) 
CGAG13E2-CD (German) 
CGAS13E2-CD (Spanish) 
CGAI13E2-CD (Italian) 

FUEL INJECTOR REMOVAL AND INSTALLATION 
(M133-00-940-32900-01) 

2014 
ASX 
Workshop Manual 

CGAE14E1-CD (English) 
CGAF14E1-CD (French) 
CGAG14E1-CD (German) 
CGAS14E1-CD (Spanish) 
CGAI14E1-CD (Italian) 

2015 
ASX 
Workshop Manual 

CGAE15E1-CD (English) 
CGAF15E1-CD (French) 
CGAG15E1-CD (German) 
CGAS15E1-CD (Spanish) 
CGAI15E1-CD (Italian) 

2015.5 
ASX 
Workshop Manual 

CGAE15E2-CD (English) 
CGAF15E2-CD (French) 
CGAG15E2-CD (German) 
CGAS15E2-CD (Spanish) 
CGAI15E2-CD (Italian) 

FUEL INJECTOR REMOVAL AND INSTALLATION 
(M133-00-940-40400-01) 

2017 
ASX 
Workshop Manual 

CGAE17E1-CD (English) 
CGAF17E1-CD (French) 
CGAG17E1-CD (German) 
CGAS17E1-CD (Spanish) 
CGAI14E1-CD (Italian) 

2018 
ASX 
Workshop Manual 

CGAE18E1-CD (English) 
CGAF18E1-CD (French) 
CGAG18E1-CD (German) 
CGAS18E1-CD (Spanish) 
CGAI18E1-CD (Italian) 

*1: Regarding 4008(PEUGEOT) and C4 AIRCROSS(CITROEN), please refer 2012 ASX in the above table.

Attached sheet 1 (2/7) 
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<EU / RUSSIA> 
L200 / L200 SPORTERO 

Applicable manual Pub. No. Applicable title (INFO-ID/SIE No.) Content 
2016 
L200/L200 SPORTERO 
Workshop Manual 

<EU> 
CKTE16E1-CD (English) 
CKTF16E1-CD (French) 
CKTG16E1-CD (German) 
CKTS16E1-CD (Spanish) 
CKTI16E1-CD (Italian) 

<RUSSIA> DRAFT 

FUEL INJECTOR REMOVAL AND INSTALLATION 
(M133-00-940-39600-01) 

Attached 
sheet 3 

2016.5 
L200/L200 SPORTERO 
Workshop Manual 

<EU> 
CKTE16E2-CD (English) 
CKTF16E2-CD (French) 
CKTG16E2-CD (German) 
CKTS16E2-CD (Spanish) 
CKTI16E2-CD (Italian) 

FUEL INJECTOR REMOVAL AND INSTALLATION 
(M133-00-940-45900-01) 

2017 
L200/L200 SPORTERO 
Workshop Manual 

<EU> 
CKTE17E1-CD (English) 
CKTF17E1-CD (French) 
CKTG17E1-CD (German) 
CKTS17E1-CD (Spanish) 
CKTI17E1-CD (Italian) 

<RUSSIA> DRAFT 
2018 
L200/L200 SPORTERO 
Workshop Manual 

<EU> 
CKTE18E1-CD (English) 
CKTF18E1-CD (French) 
CKTG18E1-CD (German) 
CKTS18E1-CD (Spanish) 
CKTI18E1-CD (Italian) 

<RUSSIA> DRAFT 

FUEL INJECTOR REMOVAL AND INSTALLATION 
(M133-00-940-46000-01) 

2019 
L200 
Workshop Manual 

<RUSSIA> DRAFT 

<RUSSIA / RUSSIA KD> 
PAJERO SPORT / MONTERO SPORT 

Applicable manual Pub. No. Applicable title (INFO-ID/SIE No.) Content 
2016 
PAJERO SPORT 
Workshop Manual 

<RUSSIA> DRAFT FUEL INJECTOR REMOVAL AND INSTALLATION 
(M133-00-940-42600-01) 

Attached 
sheet 3 

2017 
PAJERO SPORT 
Workshop Manual 

<RUSSIA/RUSSIA KD*> 
DRAFT 

2018 
PAJERO SPORT 
Workshop Manual 

<RUSSIA/RUSSIA KD*> 
DRAFT 

2020 
PAJERO SPORT 
Workshop Manual 

<RUSSIA> DRAFT 

*: PWJE1508R (English) and PWJE1613R (English), workshop manuals for General Export, have been sent. 

Attached sheet 1 (3/7) 
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<GENERAL EXPORT / THAILAND / SOUTH AFRICA / BRAZIL / MEXICO> 
TRITON / L200 / L200 SPORTERO / STRADA / L200 TRITON / PAJERO SPORT / MONTERO SPORT 
Applicable manual Pub. No. Applicable title (INFO-ID/SIE No.) Content 
2015 
TRITON 
Workshop Manual 

<THAILAND> DRAFT FUEL INJECTOR REMOVAL AND INSTALLATION 
(M133-00-940-37401-01) 

Attached 
sheet 3 

2016 
TRITON 
Workshop Manual 

<THAILAND> DRAFT 

2016 
TRITON/L200/ 
L200 SPORTERO/ 
STRADA 
Workshop Manual 

<G.EXP> 
PWTE1502R (English) 
PWTS1503R (Spanish) 

2017 
TRITON/L200/ 
L200 SPORTERO/ 
STRADA 
Workshop Manual 

<G.EXP> 
PWTE1611R (English) 
PWTS1612R (Spanish) 
PWTF1613R (French) 

<THAILAND/SOUTH AFRICA> DRAFT 
2018 
TRITON/L200/ 
L200 SPORTERO/ 
STRADA 
Workshop Manual 

<G.EXP> 
PWTE1709R (English) 
PWTS1710R (Spanish) 
PWTF1711R (French) 

<THAILAND/SOUTH AFRICA> DRAFT 
2019 
TRITON/L200/ 
L200 SPORTERO/ 
STRADA 
Workshop Manual 

<G.EXP> 
PWTE1816R (English) 
PWTS1817R (Spanish) 
PWTF1813R (French) 

<THAILAND/SOUTH AFRICA> DRAFT 

FUEL INJECTOR REMOVAL AND INSTALLATION 
(M133-00-940-37401-01) 

Attached 
sheet 3 

FUEL INJECTOR REMOVAL AND INSTALLATION 
<Vehicles with AS&G system-A/T> 
(M11330094A000500) 

Attached 
sheet 4 

2020 
TRITON/L200/ 
L200 SPORTERO/ 
STRADA 
Workshop Manual 

<G.EXP> 
PWTE1902R (English) 
PWTS1903R (Spanish) 
PWTF1904R (French) 

<THAILAND/SOUTH AFRICA/ 
MEXICO> DRAFT 

FUEL INJECTOR REMOVAL AND INSTALLATION 
(M133-00-940-37401-01) 

Attached 
sheet 3 

FUEL INJECTOR REMOVAL AND INSTALLATION 
<Vehicles with AS&G system-A/T> 
(M11330094A000500) 

Attached 
sheet 4 

2016 
PAJERO SPORT 
Workshop Manual 

<THAILAND> DRAFT FUEL INJECTOR REMOVAL AND INSTALLATION 
(M133-00-940-42600-01) 

Attached 
sheet 3 

2016 
PAJERO SPORT/ 
MONTERO SPORT 
Workshop Manual 

<G.EXP> 
PWJE1508R (English) 
PWJS1509R (Spanish) 

<SOUTH AFRICA> DRAFT 
2017 
PAJERO SPORT/ 
MONTERO SPORT 
Workshop Manual 

<G.EXP> 
PWJE1613R (English) 
PWJS1614R (Spanish) 

<THAILAND/SOUTH AFRICA> DRAFT 
2018 
PAJERO SPORT/ 
MONTERO SPORT 
Workshop Manual 

<G.EXP> 
PWJE1712R (English) 
PWJS1713R (Spanish) 

<THAILAND/SOUTH AFRICA> DRAFT 
2019 
PAJERO SPORT 
Workshop Manual 

<BRAZIL> DRAFT* 

2020 
PAJERO SPORT 
Workshop Manual 

<G.EXP> 
PWJE1907R (English) 
PWJS1908R (Spanish) 

<THAILAND/SOUTH AFRICA> DRAFT 

*: PWJE1712R (English), workshop manual for General Export, has been sent. 

Attached sheet 1 (4/7) 
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<BRAZIL> 
OUTLANDER 
Applicable manual Pub. No. Applicable title (INFO-ID/SIE No.) Content 

2016 
OUTLANDER 
Workshop Manual 

DRAFT FUEL INJECTOR REMOVAL AND INSTALLATION 
(M133-00-940-38500-01) 

Attached 
sheet 5 

2017 
OUTLANDER 
Workshop Manual 

DRAFT 

2019 
OUTLANDER 
Workshop Manual 

DRAFT 

2020 
OUTLANDER 
Workshop Manual 

DRAFT 

<BRAZIL KD> 
L200 TRITON SPORT 
Applicable manual Pub. No. Applicable title (INFO-ID/SIE No.) Content 

2016 
L200 TRITON SPORT 
Workshop Manual 

DRAFT* FUEL INJECTOR REMOVAL AND INSTALLATION 
(M133-00-940-37401-01) 

Attached 
sheet 3 

2017 
L200 TRITON SPORT 
Workshop Manual 

DRAFT* 

*: PWTE1502R (English) and PWTE1709R (English), workshop manuals for General Export, have been sent. 

<INDONESIA KD> 
PAJERO SPORT 
Applicable manual Pub. No. Applicable title (INFO-ID/SIE No.) Content 

2017 
PAJERO SPORT 
Workshop Manual 

DRAFT FUEL INJECTOR REMOVAL AND INSTALLATION 
(M133-00-940-42600-01) 

Attached 
sheet 3 

Attached sheet 1 (5/7) 
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<AUSTRALIA / NEW ZEALAND> 
OUTLANDER / ASX / PAJERO SPORT 

Applicable manual Pub. No. Applicable title (INFO-ID/SIE No.) Content 
2013 
OUTLANDER 
Workshop Manual 

<AUSTRALIA> AU900304 
<NEW ZEALAND> DRAFT 

FUEL INJECTOR REMOVAL AND INSTALLATION 
(M133-00-940-31800-01) 

Attached 
sheet 5 

2014 
OUTLANDER 
Workshop Manual 

<AUSTRALIA> AU900408 
<NEW ZEALAND> DRAFT 

2014.5 
OUTLANDER 
Workshop Manual 

<AUSTRALIA> AU900428 
<NEW ZEALAND> DRAFT 

2016 
OUTLANDER 
Workshop Manual 

<AUSTRALIA> AU900424 
<NEW ZEALAND> DRAFT 

2017 
OUTLANDER 
Workshop Manual 

<AUSTRALIA> AU900576 
<NEW ZEALAND> DRAFT 

2019 
OUTLANDER 
Workshop Manual 

<AUSTRALIA> AU900933 
<NEW ZEALAND> DRAFT 

2020 
OUTLANDER 
Workshop Manual 

<AUSTRALIA> AU900933 
<NEW ZEALAND> DRAFT 

2011 
ASX 
Workshop Manual 

<AUSTRALIA> AU900051 
<NEW ZEALAND> DRAFT 

FUEL INJECTOR REMOVAL AND INSTALLATION 
(M133-00-940-24400-01) 

Attached 
sheet 5 

2012 
ASX 
Workshop Manual 

<AUSTRALIA> AU900215 
<NEW ZEALAND> DRAFT 

2013 
ASX 
Workshop Manual 

<AUSTRALIA> AU900409 
<NEW ZEALAND> DRAFT 

2014 
ASX 
Workshop Manual 

<AUSTRALIA> AU900410 
<NEW ZEALAND> DRAFT 

2015 
ASX 
Workshop Manual 

<AUSTRALIA> AU900418 
<NEW ZEALAND> DRAFT 

2016 
ASX 
Workshop Manual 

<AUSTRALIA> AU900479 
<NEW ZEALAND> DRAFT 

2017 
ASX 
Workshop Manual 

<AUSTRALIA> AU900573 
<NEW ZEALAND> DRAFT 

2018 
ASX 
Workshop Manual 

<AUSTRALIA> AU900628 
<NEW ZEALAND> DRAFT 

2019 
ASX 
Workshop Manual 

<AUSTRALIA> AU900934 
<NEW ZEALAND> DRAFT 

Attached sheet 1 (6/7) 
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<AUSTRALIA / NEW ZEALAND> 
TRITON / PAJERO SPORT 

Applicable manual Pub. No. Applicable title (INFO-ID/SIE No.) Content 
2016 
TRITON/ 
L200 SPORTERO (D/CAB) 
Workshop Manual 

<AUSTRALIA> AU900436 
<NEW ZEALAND> DRAFT 

FUEL INJECTOR AND INSTALLATION 
(M133-00-940-37401-01) 

Attached 
sheet 3 

2016 
TRITON (S/CAB, C/CAB) 
Workshop Manual 

<AUSTRALIA> AU900478 
<NEW ZEALAND> DRAFT 

2017 
TRITON 
Workshop Manual 

<AUSTRALIA> AU900577 
<NEW ZEALAND> DRAFT 

2018 
TRITON 
Workshop Manual 

<AUSTRALIA> AU900690 
<NEW ZEALAND> DRAFT 

2019 
TRITON 
Workshop Manual 

<AUSTRALIA> AU901193 
<NEW ZEALAND> DRA 

2020 
TRITON 
Workshop Manual 

<AUSTRALIA> AU901237 
<NEW ZEALAND> DRAFT 

2016 
PAJERO SPORT 
Workshop Manual 

<AUSTRALIA> AU900533 
<NEW ZEALAND> DRAFT 

FUEL INJECTOR REMOVAL AND INSTALLATION 
(M133-00-940-42600-01) 

Attached 
sheet 3 

2017 
PAJERO SPORT 
Workshop Manual 

<AUSTRALIA> AU900578 
<NEW ZEALAND> DRAFT 

2018 
PAJERO SPORT 
Workshop Manual 

<AUSTRALIA> AU900746 
<NEW ZEALAND> DRAFT 

Attached sheet 1 (7/7) 
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FUEL INJECTOR
DIESEL FUEL

5. Insert the fuel injectors holder along the injector
connectors and secure it by twisting by 90 , and
let both right and left sides of the fuel injector
holder mounting bolts be seated at the same time.
Make sure that the fuel injector holder is placed
within 2 mm in the horizontal axis by using a
L-shaped steel scale.

6. Mount the fuel injection pipe No. 1 to No. 4 and
temporarily install them.

7. Tighten the bolt on the engine front side of the fuel
injector holder mounting bolts to 1.1  0.1 Nm.

8. Use the special tool angle gauge (MB991614) to
tighten the engine rear side bolts of the fuel
injector holder to 180  1.

9. Use the special tool (MB991614) to tighten the
engine front side bolts of the fuel injector holder to
90  1.

AC809090AB

Fuel injector holder

AC809088AB

MB991614

5-1. Put the steel scale on the upper flat part of the fuel
injector assembly to make horizontal axis as
shown in the illustration.

5-2. Measure the height of fuel injector holder bolts
located on the front and rear side of fuel injector
holder against the horizontal axis, then check that
the difference of the measured values is within 2
mm.

NOTE: It is not necessary to adjust all the fuel
injector holder bolts to be the same height. Each 2
bolts of fuel injector assembly need to be the
same height.

ACI02866 ABFuel injector holder bolt

Fuel injector
assembly

Steel scale

ACI02865 AB

Fuel
injector
holder
bolt

Steel scale

Fuel injector
holder boltFuel injector

assembly

CAUTION
 The removed fuel injection pipe can be

reassembled up to five times. To count the
number of fuel injection pipe reassembly,
record it by adding the reassembly number of
this time (once usually) to the previous
number of reassembly written on the
maintenance handbook. When the number of
the previous reassembly reaches 5 or when
the fuel injector assembly or common rail
assembly is replaced, always use a new fuel
injection pipe. At that time, write "New (0
times)" in the maintenance handbook.
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FUEL INJECTOR <Vehicles with AS&G system-A/T>
DIESEL FUEL <4N1>

7. Let both front and rear sides of the fuel injector
holder mounting bolts be seated at the same time.
Make sure that the fuel injector holder is placed
within 2 mm in the horizontal axis by using a
L-shaped steel scale.

8. Mount the fuel injection pipe No. 1 to No. 4 and
temporarily install them.

9. Tighten the bolt on the engine front side of the fuel
injector holder mounting bolts to 1.2  0.2 Nm.

10.Use special tool angle gauge (MB991614) to
tighten the engine rear side bolts of the fuel
injector holder to 180  1.

11.Use special tool (MB991614) to tighten the engine
front side bolts of the fuel injector holder to 180 
1.

ACI01622 AB

Fuel injector holder

AC809088AB

MB991614

7-1. Let both front and rear sides of the fuel injector
holder bolts be seated at the same time.

CAUTION
Do not directly put a steel scale on the sealed 
surface of the fuel leakage pipe assembly located 
on the upper side of the fuel injector assembly. 
Put the steel scale while avoiding contact with 
the sealed surface. Otherwise, it may cause seal 
malfunction.

7-2. Put the steel scale on the upper flat part of the fuel
injector assembly to make horizontal axis as
shown in the illustration.

7-3. Measure the height of fuel injector holder bolts
located on the front and rear side of fuel injector
holder against the horizontal axis, then check that
the difference of the measured values is within 2
mm.

NOTE: It is not necessary to adjust all the fuel
injector holder bolts to be the same height. Each 2
bolts of fuel injector assembly need to be the
same height.

ACI02864 ABFuel injector holder bolt

Fuel injector
assembly

Steel scale

Sealed
surface

ACI02865 AB

Fuel
injector
holder
bolt

Steel scale

Fuel injector
holder boltFuel injector

assembly

CAUTION
 The removed fuel injection pipe can be

reassembled up to 5 times. To count the
number of fuel injection pipe reassembly,
record it by adding the reassembly number of
this time (once usually) to the previous
number of reassembly written on the
maintenance handbook. When the number of
the previous reassembly reaches 5 or when
the fuel injector assembly is replaced, always
use a new fuel injection pipe. At that time,
write "New (0 times)" in the maintenance
handbook.

 If a fuel leak is present in the fuel injection
pipe once, do not reuse it and replace with a
new one.
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FUEL INJECTOR
DIESEL FUEL

5-1. Put the steel scale on the upper flat part of the fuel
injector assembly to make horizontal axis as
shown in the illustration.

5-2. Measure the height of fuel injector holder bolts
located on the front and rear side of fuel injector
holder against the horizontal axis, then check that
the difference of the measured values is within 2
mm.

NOTE: It is not necessary to adjust all the fuel
injector holder bolts to be the same height. Each 2
bolts of fuel injector assembly need to be the
same height.

ACI02866 ABFuel injector holder bolt

Fuel injector
assembly

Steel scale

ACI02865 AB

Fuel
injector
holder
bolt

Steel scale

Fuel injector
holder boltFuel injector

assembly

5. Install the fuel injector holder through the injector
connector part, and let both right and left sides of
the fuel injector holder mounting bolts be seated
at the same time. Make sure that the fuel injector
holder is placed within 2 mm in the horizontal axis
by using a L-shaped steel scale.

6. Mount the fuel injection pipe No. 1 to No. 4 and
temporarily install them.

7. Tighten the bolt on the engine front side of the fuel
injector holder mounting bolts to 1.1  0.1 Nm.

8. Use the special tool angle gauge (MB991614) to
tighten the engine rear side bolts of the fuel
injector holder to 180  1.

9. Use the special tool (MB991614) to tighten the
engine front side bolts of the fuel injector holder to
90  1.

AC809090AB

Fuel injector holder

AC809088AB

MB991614

CAUTION
 The removed fuel injection pipe can be

reassembled up to five times. To count the
number of fuel injection pipe reassembly,
record it by adding the reassembly number of
this time (once usually) to the previous
number of reassembly written on the
maintenance handbook. When the number of
the previous reassembly reaches 5 or when
the fuel injector assembly or common rail
assembly is replaced, always use a new fuel
injection pipe. At that time, write "New (0
times)" in the maintenance handbook.
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